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㻚㻌 ᴫせ㻌
Ꮫᰯࡢᰯ⯋࡟࠾ࡅࡿ᥇ග࡜ࡑࢀ࡟ࡼࡾᙧᡂࡉࢀࡿග⎔ቃࡣ
Ꮫ⏕ࡢ೺ᗣࠊᛌ㐺ᛶࠊᏛᴗᡂ⦼࡟ᙳ㡪ࢆ୚࠼ࡿᴟࡵ࡚㔜せ࡞
⎔ቃせᅉ࡛࠶ࡿࠋ᫨ගࡣ᫨㛫ࡢᏛᰯ࡟࠾ࡅࡿ↷᫂ࡢ୺せග
※࡜ࡋ࡚฼⏝ࡉࢀࠊ᪥࿘ᮇࡢኚືᛶࡣேᕤ↷᫂࡟ࡣぢࡽࢀ࡞
࠸≉ᛶ࡛࠶ࡿࠋᩍᐊࡣᏛ⏕ࡀ᪥୰ࡢ኱༙ࡢ᫬㛫ࢆ㐣ࡈࡍሙᡤ
࡛࠶ࡾࠊࡑࢀᨾࠊࡼࡾⰋ࠸ග⎔ቃ࡜ࠊ࢚ࢿࣝࢠ࣮ᾘ㈝ࡢᢚไ
➼࡟╔┠ࡋࡓᏛᰯᘓ⠏ࡢࢹࢨ࢖ࣥࢆ⾜࠸ࠊᏛ⩦⎔ቃࢆᨵၿࡍ
ࡿࡇ࡜ࡀᮃࡲࢀࡿࠋ㏆ᖺࠊ࢖ࣛࣥ࡟࠾ࡅࡿᏛᰯ➼ࡢᘓ⠏ࢹࢨ
࢖ࣥᡭἲ࡜ࠊࡑࢀ࡟ࡼࡾᙧᡂࡉࢀࡿᐊෆ⎔ቃ➼ࡢ㉁ࡣ኱ࡁࡃ
ᨵၿࡉࢀ࡚࠸ࡿࠋࡋ࠿ࡋ࡞ࡀࡽࠊከࡃࡢ᪤ᏑᏛᰯ࡛ࡣࠊᩍᐊ
฼⏝⪅࡬ࡢᛌ㐺࡞ග⎔ቃࡢᥦ౪ࢆ⪃៖ࡍࡿࡇ࡜࡞ࡃᘓタࡉࢀ
࡚ࡁࡓࠋࡑࡢ୺࡞⌮⏤ࡣࠊ࢖ࣛࣥࡢᏛᰯ࡛ࡣࠊᛌ㐺࡛೺ᗣⓗ
࡞ᐊෆ⎔ቃࢆ㐀ࡾฟࡍ㐺ษ࡞ࢹࢨ࢖ࣥ࢞࢖ࢻࣛ࢖ࣥࡀ୙㊊ࡋ
࡚࠸ࡿⅬ࡟࠶ࡿࠋᮏㄽࡢࡡࡽ࠸ࡣࠊ࢖ࣛࣥ࡟࠾ࡅࡿᏛᰯᩍᐊ
ࡢ᫨ග฼⏝↷᫂࡟㛵ࡍࡿࢹࢨ࢖ࣥ᪉ἲࢆⓎᒎࡉࡏࡿ஦࡟࠶ࡿࠋ
ᴫᣓⓗ࡟㏙࡭ࡿ࡜ࠊ┤ᑕගࡢᩍᐊෆ࡬ࡢධᑕࡢ᭱ᑠ໬ࢆᅗࡾ
ࡘࡘࠊ᫨ගࢆ᭱኱㝈࡟᥇ࡾධࢀά⏝ࡋࠊᤵᴗ୰ࡢග⎔ቃࢆᨵ
ၿࡍࡿ஦࡛࠶ࡿࠋ
ᮏㄽ࡛ࡣ࢖ࣛࣥ࡟࠾ࡅࡿṔྐⓗ⫼ᬒ➼ࡢㄪᰝࠊ⎔ቃศᯒࢯ
ࣇࢺ࢙࢘࢔ࠕ࢚ࢥࢸࢡࢺࠖࢆ⏝࠸ࡓ↷᫂ࢩ࣑࣮ࣗࣞࢩࣙࣥࠊ
ࢸ࣊ࣛࣥᕷෆࡢᏛᰯᩍᐊࡢග⎔ቃ࡟㛵ࡍࡿᐇែㄪᰝࡢ⤖ᯝࢆ
㏙࡭ࡿࠋࡲࡓࠊ࢖ࣛࣥࡢẼ㇟᮲௳ࢆ᝿ᐃࡋࠊ'$㸦'D\OLJKW
$XWRQRP\㸧࡜ 8',㸦XVHIXOGD\OLJKWLOOXPLQDQFH㸧࡟ࡼࡿ
ホ౯ࢆ஺࠼ࡓ❆ࢹࢨ࢖ࣥࡢ᳨ウࢆ⾜࠺ࠋࡲࡓࠊࡇࢀࡽࡢ᳨ウ
⤖ᯝࡣ❆ࡢࢧ࢖ࢬࠊ┤ᑕග㐽ⶸࡢࡓࡵࡢࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫ
ࢸ࣒࡜ࡑࢀ࡟⏝࠸ࡿ⣲ᮦࠊෆ⿦཯ᑕ⋡➼࡟㛵ࡍࡿࢩ࣑࣮ࣗࣞ
ࢩ᳨ࣙࣥウᡭἲࡢཎ๎ࡶ♧ࡍࡶࡢ࡜࡞ࡿࠋࢩ࣑࣮ࣗࣞࢩࣙࣥ
࡛ࡣࠊ➹⪅ࡀࢹࢨ࢖ࣥࡋࡓࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫࢸ࣒ࢆ౑⏝ࡍ
ࡿሙྜ࡜ࠊ౑⏝ࡋ࡞࠸ሙྜࢆẚ㍑ࡍࡿ➼ࡢࢣ࣮ࢫࢫࢱࢹ࢕ࢆ
⾜ࡗࡓࠋィ⟬ࡣᬕኳࠊ୰㛫ࠊ᭎ኳࡢኳೃࠊ᭶  ᪥㸦ኟ⮳㸧ࠊ
᭶  ᪥㸦⛅ศ㸧ࠊ ᭶  ᪥㸦෤⮳㸧ࡢ༗๓ ᫬ࠊṇ༗ࠊ༗
ᚋ ᫬ࡢ᪥᫬࡟ࡘ࠸࡚ᐇ᪋ࡋࡓࠋ
ᮏㄽᩥ࡛ࡣࠊ ࡘࡢࢹࢨ࢖ࣥせ⣲ࡀᩍᐊෆࡢග⎔ቃᨵၿ࡟
ຠᯝࢆཬࡰࡍ஦ࢆ᫂ࡽ࠿࡟ࡋ࡚࠸ࡿࠋ࢖ࣛࣥࡢᩍᐊࢆࢹࢨ࢖
ࣥࡍࡿ㝿࡟ࠊ㹓㹂㹇ࢆᣦᶆ࡜ࡋࡓග⎔ቃホ౯᪉ἲ࡜ࠊࡇࢀࢆ
ᇶ࡟ࡋࡓࢹࢨ࢖ࣥࣉࣟࢭࢫࢆᥦ᱌ࡋࠊࡇࢀࡽࡀ᭷ຠ࡛࠶ࡿࡇ
࡜ࢆ♧ࡋࡓࠋᮏ◊✲ࡢᡂᯝࡣࠊ௒ᚋࡢ࢖ࣛࣥࡢᏛᰯᘓ⠏ࡢග
⎔ቃᨵၿ࡟ᙺ❧࡚ࡿࡇ࡜ࡀ࡛ࡁࡿࠋ

㻞㻚㻌 ᗎ❶䛸⫼ᬒ㻌
ᛌ㐺࡛೺ᗣⓗ࡞ᒇෆࡢᩍ⫱⎔ቃࢆ㐀ࡾฟࡍࡓࡵ࡟ࠊࢹࢨ࢖
ࣥࡢ㐣⛬࡛⪃៖ࡍ࡭ࡁ୺࡞ㄢ㢟ࡣࠊ↷᫂ࠊ᥮Ẽࠊ㡢㡪ࠊᛌ㐺
࡞ ᗘ࡛࠶ࡿࠋ ࡑࡇ࡛฼⏝࡛ࡁࡿ㔜せ࡞⮬↛࢚ࢿࣝࢠ࣮ࡢ
 ࡘࡀࠊ᫨ග࡛࠶ࡿࠋ᫨ගࡣᚰᆅࡼ࠸どぬ⎔ቃᙧᡂ࡟୙ྍḞ
࡛ࠊ࢙࣭࢘ࣝࣅ࣮ࣥࢢᙧᡂ࡟ᐤ୚ࡍࡿ࡜⪃࠼ࡽࢀ࡚࠾ࡾࠊࡉ
ࡽ࡟ࠊᏛ⏕ࡢᏛ⩦ຠᯝࢆྥୖࡉࡏࡿྍ⬟ᛶࡶ࠶ࡿࠋᩍᐊࡢ
᫨ග฼⏝↷᫂࡟㛵ࡍࡿ᪤ ◊✲࡛ࡣࠊࡇࡢࡼ࠺࡞せ⣲ࡀேࡢ
▱ⓗ⏕⏘ᛶ࡜ᘓ≀ࡢ࢚ࢿࣝࢠ࣮ᾘ㈝ࡢၥ㢟࡜ᐦ᥋࡟㛵㐃ࡋ࡚
࠸ࡿ஦ࢆ♧ࡋ࡚࠸ࡿࠋ
࢖ࣛࣥࡣከࡃࡢኴ㝧࢚ࢿࣝࢠ࣮ࢆாཷࡍࡿẼೃ࡛ࠊ┬࢚ࢿ
ࣝࢠ࣮࡜ᛌ㐺࡞ග⎔ቃᙧᡂ࡟᭷⏝࡞᫨ගࢆࡩࢇࡔࢇ࡟ά⏝ࡍ
ࡿࡇ࡜ࡀ࡛ࡁࡿࠋ⌧ᅾࡢ࢖ࣛࣥࡢᰯ⯋ࡢࢹࢨ࢖ࣥࡣࠊ࢚ࢿࣝ
ࢠ࣮ࡢຠ⋡໬ࡀᅗࡽࢀ࡚࠸࡞࠸ࠋࡑࢀᨾࠊ᭷ࡾవࡿኴ㝧࢚ࢿ
ࣝࢠ࣮ࢆ༑ศ࡟ࡣά⏝࡛ࡁ࡚࠸࡞࠸஦ࡣࠊ㠀ᖖ࡟ṧᛕ࡞ࡇ࡜
࡛࠶ࡿࠋ᭦࡟ࠊ⤫ィ࡟ࡼࡿ࡜ࠊᩘከࡃࡢ࢖ࣛࣥࡢᏛᰯ࡛᫨ග
ࡸᛌ㐺⎔ቃࡢ㔜せᛶࡢㄆ㆑ࡀపୗࡋ࡚࠸ࡿࠋࢸ࣊ࣛࣥࡣ࢖ࣛ
ࣥࡢㅖ㒔ᕷ࡜ẚ࡭ࠊ᭱኱ࡢ㒔ᕷ࡛ࠊ᭱኱ࡢᏛ⏕ேཱྀẚ⋡ࢆ᭷
ࡍࡿᨾ࡟ࠊࢸ࣊ࣛࣥࡢᏛᰯᘓ⠏ࡣࢣ࣮ࢫࢫࢱࢹ࢕ࡢᑐ㇟࡟ࡶ
࡞ࡗ࡚࠸ࡿࠋලయⓗ࡟ࡣ͆ࢸ࣊ࣛࣥᏛᰯⓎᒎ᥎㐍⤌⧊͇࡟ࡼ
ࡿඹྠసᴗ࡛ࣉࣟࢺࢱ࢖ࣉ࡜ࡋ࡚ᩘᰯࡀ㑅ࡤࢀࡓࠋࢸ࣊ࣛࣥ
ࡢ࡯࡜ࢇ࡝ࡢᩍᐊࡣ❆ࡀ໭ࠊࡲࡓࡣ༡ྥࡁ࡟࡞ࡗ࡚࠸ࡿࠋ໭
ྥࡁࡢᩍᐊࡣᆒᩧᗘࡢ㧗࠸ග⎔ቃ࡜࡞ࡿྍ⬟ᛶࡀ࠶ࡿࡀࠊ┤
ᑕගࡀ↓࠸ࡓࡵ࡟ග㔞ࡀ୙㊊ࡋ࡚࠸ࡿࠋ༡ྥࡁࡢᩍᐊࡣࠊ࡯
࡜ࢇ࡝ࡢሙྜࢢࣞ࢔ࡢၥ㢟ࡀ࠶ࡿࡀࠊ❆࡟ࢩ࢙࣮ࢻࡸࣈࣛ࢖
ࣥࢻࢆ࠿ࡅ࡚┤ᑕගࡣ㐽ⶸࡉࢀࡿࠋࡇ࠺ࡋࡓၥ㢟ゎỴࡢࡓࡵࠊ
ඛ⏕࡜⏕ᚐࡣ࣮࢝ࢸࣥ㛢ࡌ࡚ேᕤ↷᫂ࢆⅬⅉࡋ࡚࠸ࡿࠋࡇࡢ
ᵝ࡞≧ἣࡣࠊ᫨ගࡢᚰᆅⰋࡉ࠿ࡽ⏕ᚐࢆ㐲ࡊࡅࡿࡔࡅ࡛࡞ࡃࠊ
᫨ග฼⏝↷᫂ࡢᨵⰋ࡟ࡶࡘ࡞ࡀࡽ࡞࠸ࠋ᭦࡟ࠊ࢚ࢿࣝࢠ࣮ᛶ
⬟࡟㓄៖ࡋ࡚࠸࡞࠸ࡓࡵࠊ࢚ࢿࣝࢠ࣮ࡢᾉ㈝ࡀ⏕ࡌ࡚࠸ࡿࠋ
ຍ࠼࡚ࠊ᥇ගࡢࡓࡵࡢᇶᮏ᪉㔪ࡸ᥎ዡࢹࢨ࢖ࣥࡀ࡞࠸ࠋ࢖ࣛ
࡛ࣥࡣࠊࡇࡢࢸ࣮࣐࡟㛵㐃ࡍࡿ᪤ ◊✲ࡣ࡞ࡃࠊᮏ◊✲ࡣ᪂
ࡓ࡞ศ㔝ࡢ㛤Ⓨ◊✲࡜఩⨨࡙ࡅࡽࢀࡿࠋ

㻞㻙㻝㻚㻌 ◊✲䛾┠ⓗ㻌
ᮏㄽࡢ◊✲ᑐ㇟ࡣࠊࢸ࣊ࣛࣥᕞࡢ୰ᚰ࡟఩⨨ࡍࡿࢸ࣊ࣛࣥ
ᕷࡢᏛᰯ࡛࠶ࡿࠋ࢖ࣛࣥࡢᰯ⯋ࡣࠊ୍ᐃࡢࣃࢱ࣮ࣥ࡟ᚑࡗ࡚
ᘓ࡚ࡽࢀ࡚࠸ࡿࠋ୍ᗘࠊඃࢀࡓࣃࢱ࣮ࣥࢆᥦ᱌ࡋࠊ᥇⏝ࡉࢀ
ࢀࡤࠊ⧞ࡾ㏉ࡋᘓタࡉࢀࡿࡇ࡜࡟࡞ࡿࡔࢁ࠺ࠋࡶࡋࠊ᪤Ꮡࣃ
ࢱ࣮ࣥࢆಟṇࡍࡿࡇ࡜ࡀฟ᮶ࡿ࡞ࡽࡤࠊ࠿࡞ࡾࡢࢥࢫࢺຠ⋡
࢖ࣛࣥࡢᏛᰯ࡟࠾ࡅࡿ᫨ග฼⏝↷᫂ࡢ◊✲
᪤Ꮡᩍᐊࡢග⎔ቃᨵၿࡢࡓࡵࡢࢹࢨ࢖ࣥࣉࣟࢭࢫ
Ặྡ㸭ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱ  ᑓᨷ㸭ⱁ⾡ᕤᏛ  ە୺ᰝᩍဨ㸭ᑠ⋢♸୍㑻ᩍᤵ
                                                       ⚄ᡞⱁ⾡ᕤ⛉኱Ꮫ኱Ꮫ㝔༤ኈㄽᩥせ᪨ 
ࡀぢ㎸ࡵࡿ࡜⪃࠼ࡿࠋᮏ◊✲ࡢ┠ⓗࡣࠊ࢖ࣛࣥࡢᩥ໬ࡸẼೃ
࡟㓄៖ࡋࡓ↷᫂ࢩࢫࢸ࣒࡜ࡋ࡚ࠊ᫨ගࢆ᭷ຠ฼⏝ࡍࡿࡇ࡜࡛
࠶ࡿࠋࡉࡽ࡟ࠊ࢖ࣛࣥࡢᏛᰯᩍᐊࡢ↷᫂⎔ቃࢆᨵၿࡍࡿࢹࢨ
࢖ࣥ᪉ἲㄽࢆᥦ᱌ࡋࠊⓎᒎࡉࡏࡿࡇ࡜࡛࠶ࡿࠋ⌧≧࡟࠾ࡅࡿ
୺࡞ㄢ㢟ࡣ௨ୗࡢ㏻ࡾ࡛࠶ࡿࠋ
༑ศ࡞᫨ගࡀᚓࡽࢀ࡞࠸᫬ࡣேᕤ↷᫂ࢆ฼⏝࡚ࠊ༑ศ࡞㔞
ࡢ᫂ࡿࡉࢆᩍᐊ࡟౪⤥ࡍࡿࠋ
࡞ࡿ࡭ࡃᆒ୍࡞ග⎔ቃࢆᙧᡂࡋࠊᮘୖ㠃࡬ࡢ┤ᑕගࡢධᑕ
ࢆ㑊ࡅࡿࠋᮘୖ㠃ࡣᗋ࠿ࡽ FP ࡢ㧗ࡉ࡜ࡍࡿࠋ
▱ⓗ⏕⏘ᛶྥୖ࡜࢚ࢿࣝࢠ࣮⠇⣙ࡢࡓࡵ࡟ᑵᴗ᫬㛫ཬࡧࠊ
ᖺ㛫ࢆ㏻ࡋ࡚㐺ࡋࡓග⎔ቃᙧᡂࢆྍ⬟࡜ࡍࡿ㸬
సᴗ㡿ᇦ࡟࠾ࡅࡿග⎔ቃࡢᆒᩧᗘࢆྥୖࡉࡏࠊ㔞࡜ඹ࡟㉁
࡟࠾࠸࡚ࡶ⌮᝿ⓗ࡞᫂ࡿࡉࢆ㐀ࡾฟࡍࡓࡵࠊࡼࡾⰋ࠸ග⎔
ቃࢆᙧᡂࡋᚓࡿ❆ࡸࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫࢸ࣒ࡢࢹࢨ࢖ࣥࡢ
ᨵⰋࢆ⾜࠸ࠊ┤ᑕගࡢ౵ධࢆ㐽ࡿࠋ
༡ྥࡁᩍᐊࢆ᭷ࡍࡿᏛᰯࡢࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫࢸ࣒ࡢ࢞࢖
ࢻࣛ࢖ࣥసᡂ࡟ྥࡅ࡚ࠊ㐺ษ࡞᫨ග฼⏝ࡀḞⴠࡋ࡚࠸ࡿࢸ
࣊ࣛࣥࡢᐇ᝟࡟㐺ࡋࡓගᏛࢹࢨ࢖ࣥࡢホ౯ࡀᚲせ࡛࠶ࡿࠋ
㐺ษ࡞ࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫࢸ࣒ࢆ⪃࠼ࡿࡇ࡜ࡣࠊᛌ㐺࡞ど
⎔ቃᙧᡂࢆᅗࡿ࡜࡜ࡶ࡟ࠊ࢚ࢿࣝࢠ࣮ຠ⋡ࡢᨵၿ࡟ࡶࡘ࡞
ࡀࡿࠋ
ࡇࡢࡼ࠺࡞⌧≧ㄢ㢟࠿ࡽࠊ࠸ࡃࡘ࠿ࡢ᭷ព⩏࡞◊✲࡟㛵ࡍࡿ
ࢹ࢕ࢫ࢝ࢵࢩࣙࣥࡀ⚄ᡞ኱Ꮫ㸦᪥ᮏ㸧ཬࡧࢸ࣊ࣛࣥ኱Ꮫ࢖ࣛ
ࣥ࡛⾜ࢃࢀࡓ఍㆟ࡸ࣑࣮ࢸ࢕ࣥࢢࡢሙ࡛ᒎ㛤ࡉࢀࡓ͆ࠋ ࢸ࣊
ࣛࣥᏛᰯⓎᒎ᥎㐍⤌⧊͇࡜ࡢᐦ᥋࡞༠ຊࡢࡶ࡜ࠊ᭱᪂ࡢ࢞࢖
ࢻࣛ࢖ࣥ᝟ሗࡀᥦ౪ࡉࢀࠊ௒᪥ࡢ࢖ࣛࣥࡢᏛᰯ↷᫂⎔ቃࢆㄪ
ᰝࡍࡿ࡟࠶ࡓࡾⴭ⪅࡬ࡢࢧ࣏࣮ࢺࡀ࡞ࡉࢀࡓࠋ

㻞㻙㻞㻚㻌 ◊✲䛾᪉ἲ㻌
ᮏㄽࡢᵓᡂࢆ௨ୗ࡟グࡍࠋ
ࢫࢸࢵࣉ ᮏㄽࡢෑ㢌㒊ศࡣࠊࢸ࣊ࣛࣥࡢᏛᰯ᪋タ⤌⧊࡜
ᩍ⫱ᶵ㛵࡞࡝ࡢ᪤ ◊✲ࡢࣞࣅ࣮ࣗ࠿ࡽጞࡲࡿࠋ᭱ᚋ࡟ࡣࠊ
 ᖺ࡟ࡶࢃࡓࡿ࢖ࣛࣥࡢఏ⤫ⓗᘓ⠏≀࡟࠾ࡅࡿ᫨ගࡢᙺ
๭ࢆホ౯ࡍࡿࠋࣔࢫࢡࠊఫᏯࡸᏛᰯ࡞࡝ࡢṔྐⓗࣔࢽ࣓ࣗࣥ
ࢺ࡟╔┠ࡋࡘࡘࠊ࢖ࢫ࣒ࣛ๓ࠊ࢖ࢫ࣒ࣛᚋࡢྛ᫬௦࡟࠾ࡅࡿ
࢖ࣛࣥࡢఏ⤫ⓗ࡞ᩥ໬ࡢග࡟㛵㐃ࡍࡿࢥࣥࢭࣉࢺ࡟ࡘ࠸࡚ㄽ
ࡎࡿࠋ
ࢫࢸࢵࣉ ࢖ࣛࣥ࡟࠾ࡅࡿ௒᪥ࡢᏛᰯࡢᐊෆ⎔ቃࡢᴫせ࡟
ࡘ࠸࡚㏙࡭ࡿ͆ࠋ ࢸ࣊ࣛࣥᏛᰯⓎᒎ᥎㐍⤌⧊ ࡟͇ࡼࡾࠊ࠸ࡃࡘ
࠿ࡢᏛᰯࣉࣟࢺࢱ࢖ࣉࡀ㑅ᐃࡉࢀ࡚࠸ࡿࠋࡇࡢ㒊ศࡣࠊ୍㐃
ࡢࣇ࢕࣮ࣝࢻࢫࢱࢹ࢕ࡢ୰࡛㏙࡭ࡿࠋࡇࡢࣇ࢕࣮ࣝࢻࢫࢱࢹ
࢕࡛ࡣࠊࢸ࣊ࣛࣥࡢᏛᰯ࡟࠾࠸࡚ࠊ࠸ࡃࡘ࠿ࡢࢱ࢖ࣉูࡢᩍ
ᐊ࡛ࡢ㸯᫬㛫ࡈ࡜ࡢ᥇ග࡟ࡼࡿᐊෆ↷ᗘࡢ ᐃ࡞࡝ࢆ⾜ࡗࡓࠋ
࢖ࣛࣥࡢᏛᰯࡢ↷᫂⎔ቃࡢศᯒࢆ஺࠼ࠊၥ㢟Ⅼࢆᩚ⌮ࡍࡿࠋ
ࢫࢸࢵࣉ ࢹࢨ࢖ࣥࢶ࣮ࣝ࡜࡞ࡿࢩ࣑࣮ࣗࣞࢩࣙࣥࣉࣟࢢ
࣒ࣛ͆(&27(&7Y͇ࢆᩚഛࡋ᳨ࠊ ウࢆጞࡵࡿࠋ๓㏙ࡢ↷ᗘࡢ
 ᐃ⤖ᯝࢆ⏝࠸࡚ࠊࢩ࣑࣮ࣗࣞࢩࣙࣥࣉࣟࢢ࣒ࣛࡢጇᙜᛶࢆ
᳨ドࡍࡿࠋ᭱ᚋ࡟ᩍᐊࡀ᭷ࡍࡿ࠸ࡃࡘ࠿ࡢ≉ᚩࡸࠊ↷ᗘ ᐃ
࡜ࢩ࣑࣮ࣗࣞࢩࣙࣥ⤖ᯝࡢẚ㍑࡟ࡘ࠸࡚ㄽࡌࡿࠋ
ࢫࢸࢵࣉ ࢖ࣛࣥࡢᏛᰯ࡟࠾ࡅࡿ᫨ග฼⏝↷᫂࡜᪥ᑕ㐽ⶸ
ࡢࢹࢨ࢖ࣥࣉࣟࢭࢫࢆ☜❧ࡍࡿࠋࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫࢸ࣒ࡢ
࠸ࡃࡘ࠿ࡢࢹࢨ࢖ࣥせ⣲࡟ࡘ࠸࡚ࠊ(FRWHFWY࡟ࡼ
ࡾࣔࢹࣝ໬ࡋࠊ5DGLDQFH࡟ࡼࡾࢩ࣑࣮ࣗࣞࢩࣙࣥࢆ⾜
࠸ࠊ᫨ග฼⏝↷᫂࡟୚࠼ࡿຠᯝࢆホ౯ࡍࡿࠋࡇࢀࡽࡢ⤖ᯝࡣ
ࢩ࢙࣮ࢻࡢ⣲ᮦࡸᑍἲࠊෆ⿦཯ᑕ⋡ࡢᒇෆእࡢせ⣲ࡢࢹࢨ࢖
ࣥࡢᇶᮏ᪉㔪ࢆ୚࠼ࡿࡶࡢ࡜࡞ࡿࠋ
ࢫࢸࢵࣉ ᭱⤊ẁ㝵࡛ࡣࠊ༡ྥࡁᩍᐊࡢࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫ
ࢸ࣒ࢆᥦ᱌ࡍࡿࡓࡵࠊ࠸ࡃࡘ࠿ࡢ❆࡜ᩍᐊࡢࢹࢨ࢖ࣥ᱌ࢆస
ᡂࡋࠊ᳨ウࢆ⾜࠺ࠋࡇࡇ࡛ᚓࡽࢀࡓ▱ぢࡣࢸ࣊ࣛࣥࡢᐇ㝿ࡢ
༡ྥࡁᩍᐊ࡟㐺⏝ࡉࢀࡿ࡜࡜ࡶ࡟ࠊᑗ᮶࡟࠾ࡅࡿ᫨ග฼⏝↷
᫂࢞࢖ࢻࣈࢵࢡస〇ࡢࡓࡵࡢᇶ♏㈨ᩱ࡜࡞ࡿࠋ

㻟㻚㻌 ◊✲䛾Ṕྐⓗ⫼ᬒ㻌
ගࡣࠊ⚄ࡢᏑᅾ࡜ࡳ࡞ࡉࢀࡿࠋࡑࢀࡺ࠼ࠊ࢖ࣛࣥࡢᘓ⠏≀
ࡣࡑࡢ⎔ቃࢆ⚄⪷໬ࡍࡿࡓࡵ࡟ගࢆ౑࠺ࠋ࢖ࣛࣥࡢఏ⤫ⓗ࡞
ග࡟㛵ࡋ࡚࠸ࡃࡘ࠿ࡢ❆ࢆㄪᰝࡋࡓᚋࠊ ᖺ࡟ࢃࡓࡿ࢖ࣛ
ࣥࡢఏ⤫ⓗ࡞ᘓ⠏≀ࡢ᫨ගࡢᙺ๭ࢆホ౯ࡋࡓࠋㄪᰝ⤖ᯝࡣ஧
ࡘࡢࣃ࣮ࢺ࡟♧ࡉࢀࡿࠋ᭱ึ࡟ගࡢព࿡ࢆᐃ⩏ࡋࠊ࢖ࢫ࣒ࣛ
๓ࠊ࢖ࢫ࣒ࣛᚋࡢ஧ࡘࡢṔྐⓗ᫬௦ࡢ࢖ࣛࣥࡢᩥ໬࡟࠾ࡅࡿ
఩⨨࡙ࡅ࡟ࡘ࠸࡚ㄪ࡭ࡿࠋࡑࡢᚋࠊࣔࢫࢡࠊఫᏯࠊᏛᰯ࡞࡝
ࡢ␗࡞ࡗࡓሙᡤ࡛ࡢගࡢ౑ࢃࢀ᪉ࢆࣞࣅ࣮ࣗࡍࡿࠋ࢖ࢫ࣒ࣛ
๓ᚋ࡟☜❧ࡉࢀࡓ࢖ࣛࣥࡢග࡟ᑐࡍࡿဴᏛࡣࠊ❆ࡢᙧ࡟ᙳ㡪
ࢆ୚࠼ࠊගࡢᶵ⬟ࢆවࡡഛ࠼ࡓ⣙  ✀ࡶࡢ❆ࢆ⏕ࡳฟࡍ⤖ᯝ
࡜࡞ࡗࡓࠋ࢖ࣛࣥᘓ⠏≀࡟㛵ࡍࡿ᪤ ㄪᰝ ➼ࡢཧ⪃ᩥ⊩ࢆ
ᇶ࡟せⅬࢆࡲ࡜ࡵࡿ࡜ࠊ௨ୗࡢ㏻ࡾ࡜࡞ࡿࠋ
$ගࡣ◊✲ᑐ㇟ࡢࡍ࡭࡚ࡢሙᡤ㸦ࣔࢫࢡࠊఫᏯࠊᏛᰯ㸧࡟
࠾࠸࡚ࠊගࡣ⚄⪷࡞せ⣲࡜ࡳ࡞ࡉࢀࡿࠋගࡣ࢖ࣛࣥᘓ⠏≀࡟
࠾࠸࡚㔜せ࡞ᙺ๭ࢆᯝࡓࡋࠊࢥ࣮ࣛࣥ ࡸࢫࣇࣛ࣡ࣝࢹ࢕࣮
ࡢ⪃࠼࡟᰿௜࠸࡚࠸ࡿࠋ࢖ࢫ࣒ࣛဴᏛ⪅࡛࠶ࡿࢫࣇࣛ࣡ࣝࢹ
࢕࣮࡟ࡘ࠸࡚ࡣ$'ᮏㄽ㸰❶ࡢ୰࡛㏙࡭࡚࠸ࡿࠋ๓㏙
ࡢ㏻ࡾࠊࡣࡿ࠿᫇࠿ࡽ⌧ᅾ࡟⮳ࡿࡲ࡛ࠊ࢖ࣛࣥேᘓ⠏ᐙࡣࣔ
ࢫࢡࢆ⚄⪷࡞๰㐀≀࡜ࡋ࡚ぢࡿഴྥࡀ࠶ࡿࠋ࢖ࢫ࣒ࣛࡢᘓ⠏
≀ࠊ≉࡟ࣔࢫࢡ࡛ࡣࠊ࠸ࡘࡢ᫬௦࡟࠾࠸࡚ࡶගࡣ⚄ࡢ⌧ࢀ࡛
࠶ࡿ࡜⾲⌧ࡉࢀ࡚ࡁࡓࠋ
%ᙧᘧ࡜఩⨨࡙ࡅࡢ␗࡞ࡿ͆ ࢫࣆࣜࢳࣗ࢔ࣝ ͇࡞ほⅬ࠿ࡽࠊ
ගࡣ㛫᥋ⓗ࡟㸱ࣃࢱ࣮ࣥࡢᮌ〇ࡢ❆ࢆ㏻ࡋ࡚ఏ⤫ⓗ࡞࢖ࣛࣥ
ࡢࣔࢫࢡධࡿࠋࡲࡓࠊḟࡢᵝ࡞⌮⏤࡟ࡼࡾࠊගࡣ┤᥋࣓࢖
ࣥࡢ୰ᗞ࡟ࡣධࡽ࡞࠸ࠋࣔࢫࢡ࡟ࡼࡾ㟋ⓗᶒጾࢆ୚࠼ࡿࠊ
ࣔࢫࢡෆࡢ᪥ᕪࡋࢆไᚚࡍࡿࠊᖹ࿴ⓗ࡞⎔ቃࢆ㐀ࡾฟࡍࠊ
Ẽೃⓗᶵ⬟࡜⇕ไᚚࠊ࣌࢖ࣥࢸ࢕ࣥࢢ࣭࠿࡞ࡵ▼࣭ࢱ࢖
ࣝ࡞࡝ࡢ⿦㣭࡟ぢࡽࢀࡿᵝࠎ࡞᪉ἲࢆ⏝࠸ࡓ⨾ࡋ࠸ගࡢᶵ⬟
࡜ᙺ๭ᅗࠊࡢ 㡯┠࡛࠶ࡿࠋ


                                                       ⚄ᡞⱁ⾡ᕤ⛉኱Ꮫ኱Ꮫ㝔༤ኈㄽᩥせ᪨ 
㻌 㻌 㻌 㻌 㻌 ᅗ 㻝㻚㻿㼔㼑㼕㼗㼔㻌㻸㼛㼠㼒㼛㼘㼘㼍㼔㻌 䝰䝇䜽㻘㻌 䜲䝷䞁䞉㻌 㻔㻝㻢㻜㻞㻙㻝㻢㻝㻥㻌㻭㻰㻕㻌
䠄᧜ᙳ䠖㻰㼞㻚㼀㼍㼔㼎㼍㼦㻘㻹㻚㻭㼞㼏㼔㼕㼠㼑㼏㼠㻘㻌㻿㼔㼍㼔㼕㼐㻌㻮㼑㼔㼑㼟㼔㼠㼕 ኱Ꮫ䇲䜲䝷䞁㻚㻌㻞㻜㻜㻥䠅㻌

&.࢖ࣛࣥᩥ໬࡟࠾࠸࡚ࠊගࡢ⚄⪷ࡉࡣ౯್ࡀ㧗ࡃࠊ࢖ࣛࣥࡢ
ఫᏯ⏝ࡢ❆࡟ࡣࠊὀ┠ࡍ࡭ࡁ࢖ࣛࣥேᘓ⠏ᐙࡢ⪃࠼࡜ࢹࢨ࢖
ࣥࡀぢࡽࢀࡿࠋఫᏯ࡛ࡣࠊග࡜㐟ࡧࠊගࢆቯࡋࠊ᫨ග࡜࢝ࣛ
࣮࢞ࣛࢫࢆ࣑ࢵࢡࢫࡉࡏ࡚⨾ࡋ࠸࢖ࣥࢸࣜ࢔ࢆ㐀ࡾฟࡍヨࡳ
ࡀࡉࢀ࡚࠸ࡿࠋఫᒃ࡛ࡣࠊࣔࢫࢡࡸᏛᰯࡼࡾࡶࠊ❆ࡢᙧ࡜࢝
࣮ࣛ࢞ࣛࢫࡢ㐪࠸ࡀࡼࡾ㝿❧ࡘࠋ




㻌
ᅗ㻌 㻞㻚ఏ⤫ⓗ䛺ఫᒃ䛾ᵝ䚻䛺䜹䝷䞊䜺䝷䝇䛾❆㻌
䠄᧜ᙳ䠖㻰㼞㻚㼀㼍㼔㼎㼍㼦㻘㻹㻚㻭㼞㼏㼔㼕㼠㼑㼏㼠㻘㻌㻿㼔㼍㼔㼕㼐㻌㻮㼑㼔㼑㼟㼔㼠㼕 ኱Ꮫ䇲䜲䝷䞁㻚㻌㻞㻜㻜㻥䠅㻌

'.ఏ⤫ⓗ࡞Ꮫᰯ࡛ࡣࢧࣥࢩ࢙࣮ࢻࢆ౑⏝ࡋ࡚࠾ࡽࡎࠊගࢆไ
ᚚࡍࡿࡓࡵ࡟ࡑࡢ௚ࡢ᪉ἲ࡜⤌ࡳྜࢃࡏࡓᡭἲࢆ࡜ࡗ࡚࠸ࡿࠋ
ቨࡢ㛤ཱྀࡣගࠊᬒⰍࠊ᥮Ẽࢆ⾜࠸ࠊ᫨ගࡢᐊෆ࡬ࡢ᥇ࡾධࢀ
ཱྀ࡜࡞ࡿࠋࡇࢀࡣࠊ෤࡜୙ᛌ࡞ኟ࡟⌮᝿ⓗ࡛࠶ࡿࠋ





     㻌 ᅗ㻌 㻟㻚ఏ⤫ⓗ䛺Ꮫᰯ䛾ᵝ䚻䛺ኴ㝧ග䝁䞁䝖䝻䞊䝹䛾䝍䜲䝥㻌 㻌
䠄᧜ᙳ䠖㻲㻚㻹㼛㼛㼟㼍㼢㼕㻘㻌㻹㻚㻭㻚 㻭㼞㼏㼔㼕㼠㼑㼏㼠㻘㻌㻿㼔㼍㼔㼕㼐㻌㻮㼑㼔㼑㼟㼔㼠㼕 ኱Ꮫ䇲䜲䝷䞁㻚㻌㻞㻜㻜㻥䠅㻌

(㐣ཤ࡟࠾࠸࡚ࠊఏ⤫ⓗ࡞ᘓ⠏ᐙࡣ⎔ቃⓗせ⣲ࢆ⪃៖࡟ධࢀࠊ
ࡑࢀࢆ᭱኱㝈࡟ά⏝ࡋ࡞ࡅࢀࡤ࡞ࡽ࡞࠿ࡗࡓࠋኟࡢ⇕࠿ࡽᘓ
≀ࢆᏲࡿࡓࡵࠊ༡ഃᘓ≀ࡢᗈࡃ࡚㛗࠸ࣂࣝࢥࢽ࣮ࡢ๓࡟ࡣ⸕
ࡢᒇ᰿ࢆᗈࡆࡓࠋࡋ࠿ࡋࠊ௒᪥࡛ࡣࠊᘓ≀ෆ࡟ᛌ㐺ࡉࢆࡶࡓ
ࡽࡍࡓࡵࡔࡅࡢ㧗౯࡞ᶵᲔ⿦⨨ࢆ౑࠺ࡼ࠺࡟࡞ࡗ࡚࠸ࡿࠋ
࣮ࣚࣟࢵࣃேࡀ࢖ࣛࣥ࡟᮶࡚ࠊ࢖ࣛࣥேࡢࡓࡵ࡟Ꮫᰯࢆᘓ࡚
ጞࡵࡓ  ᖺ๓ࡲ࡛ࡣࠊⓎᒎ࡜ከᵝᛶ࡬ࡢ㐍໬ࡢࣉࣟࢭࢫࡣ⥆
࠸࡚࠸ࡓࠋ௒᪥ࡢᘓ≀࡟࠾ࡅࡿࡇࢀࡽࡢ✀㢮ࡢࢩ࢙࣮ࢻࡢ౑
⏝᭷↓࡟ࡘ࠸࡚ࡣࠊᮏㄽᩥࡢᚋ༙㒊ศ࡛⪃ᐹࡍࡿ࡜ࡍࡿࠋ
ᵝࠎ࡞ሙᡤࠊ≉࡟Ꮫᰯ࡛ࡣࠊᑗ᮶ⓗ࡟ࡣ᪂ࡋ࠸ᘓタ㈨ᮦ࡜ከ
ᵝ࡞ࢸࢡࣀࣟࢪ࣮⿦⨨ࡢຊࢆ೉ࡾ࡚ࠊࢩ࢙࣮ࢹ࢕ࣥࢢᶵჾࢆ
౑࠺ࡇ࡜࡟㔜Ⅼࡀ⨨࠿ࢀࡿࠋ
 
㻠㻚㻌 ⌧ᅾ䛾䜲䝷䞁䛾Ꮫᰯ䛾↷᫂⎔ቃ㻌
Ⓨᒎ࡜ከᵝᛶࡢ㐍໬ࡢࣉࣟࢭࢫࡣ  ᖺ๓ࡲ࡛ࡣ⥆࠸࡚࠸
ࡓࡀࠊࡑࡢᚋࠊ✀ࠎࡢ⌮⏤࡟ࡼࡾṆࡲࡗࡓࠋ௒᪥ࠊ࢖ࣛࣥࡢ
Ꮫᰯࡣ୍ᐃࡢࣃࢱ࣮࡛ࣥᘓ࡚ࡽࢀ࡚࠸ࡿࠋ୍ᗘࠊၥ㢟ࡀ⏕ࡌ
ࡿ࡜ࠊࡑࡢၥ㢟ࡣఱᗘࡶఱᗘࡶ⧞ࡾ㏉ࡉࢀࡿࠋ᪥↷᫬㛫ࡢ㛗
࠸ᅜ࡛ࡣࠊᏛᰯࡣᒇእࢩ࢙࣮ࢹ࢕ࣥࢢᶵჾࢆᡤ᭷ࡋ࡚࠸࡞࠸ࠋ

㻠㻙㻝㻚㻌 ௒᪥䛾䝔䝦䝷䞁䛾ᰯ⯋㻌
͆ࢸ࣊ࣛࣥᏛᰯⓎᒎ᥎㐍⤌⧊͇࡟ࡼࡾࠊࢸ࣊ࣛࣥࡢ࠸ࡃࡘ
࠿ࡢᏛᰯࡀࣉࣟࢺࢱ࢖ࣉ࡜ࡋ࡚㑅ࡤࢀࡓࠋ




 
ᅗ 㻠㻚㻌 䝔䝦䝷䞁䛷⾜䜟䜜䛯䜿䞊䝇䝇䝍䝕䜱䛾ሙᡤ䛾⾨ᫍ෗┿䠄ᕥ㻌
䇾㻷㼔㼍㼘㼍㼠㼎㼍㼞㼕䇿㻌ⱁ⾡㧗ᰯ㻌 ྑ㻌 㻹㼛㼠㼍㼔㼍㼞㼕㻌㧗ᰯ㻌 㻿㼛㼡㼞㼏㼑㻦㻌㻳㼛㼛㼓㼘㼑㻌㻱㼍㼞㼠㼔㼜㼞㼛㻠㻚䠅㻌
㻌
ࢸ࣊ࣛࣥ࡟࠶ࡿᏛᰯࡢከࡃࡢᩍᐊࡣ໭࠿༡࡟㠃ࡋ࡚࠸ࡿࠋ
ࡇࢀࡽ㸰ࢱ࢖ࣉࡢᩍᐊࢆ༊ูࡍࡿࡓࡵࠊ㸰㝵ࡢ໭ྥࡁ❆ࡢ࠶
ࡿᩍᐊࡣ͆01͇ࠊ㸰㝵ࡢ༡ྥࡁ❆ࡢ࠶ࡿᩍᐊࡣ͇.6͇࡜⾲
ࡍࠋᖹ㠃ᅗ࡜᪉఩ࢆ♧ࡍࠋ㸦ᅗ㸳㸧








  ᅗ㻌 㻡㻚䝔䝦䝷䞁䛷䜿䞊䝇䝇䝍䝕䜱䛸䛧䛶㑅䜀䜜䛯඾ᆺⓗ䛺ᩍᐊ㻌
䠄᧜ᙳ䠖䝣䜯䝹䝄䝮䞉䝻䝆䞊䝍䚸㻞㻜㻜㻥䠅㻌
 
 
 
 
 
 
               㻌 ᅗ 㻢㻚㻌 ◊✲୰ᩍᐊ䛾እほ䛸ෆほ㻌

ᅗ㸴ࡢᏛᰯᩍᐊ࡟ࡣࠊṧᛕ࡞ࡀࡽ᪥ᑕ㐽ⶸ⿦⨨ࡀ↓࠸ࠋ
㸦᧜ᙳ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧

᪥↷᫬㛫ࡀ㛗࠸ᅜ࡟࠾࠸࡚ࠊ᪥ᑕ㐽ⶸࡣ┿๢࡟᳨ウࡉࢀࡿ࡭
ࡁ࡛࠶ࡿࠋᐇ㝿ࠊ◊✲୰ࡢᩍᐊ࡛ࡣ࣮࢝ࢸࣥࡀ၏୍ࡢࢩ࢙࣮
ࢹ࢕ࣥࢢ⿦⨨࡜࡞ࡗ࡚࠸ࡿࠋ
㻌
㻠㻙㻞㻚㻌 䝔䝦䝷䞁ᕞ䛸䝔䝦䝷䞁䛾Ẽೃ᮲௳㻌
⦋ᗘ  ᗘࠊ⤒ᗘ  ᗘ࡟఩⨨ࡍࡿࢸ࣊ࣛࣥࡣࠊᕞࡢ୰ᚰ㒊
࡟఩⨨ࡋࠊ࢖ࣛࣥࡢ㤳㒔࡛࠶ࡾ᭱኱ࡢ㒔ᕷ࡛࠶ࡿࠋ ᖺࠊ
᭱᪂ࡢ⾜ᨻ༊ᇦࢆᇶᮏ࡟ࠊ ࡢᏛ༊ࡀࡘࡃࡽࢀࡓࠋࢸ࣊ࣛࣥ
ࡣ୍⯡ⓗ࡟ࠊ᫓ࡣ✜ࡸ࠿ࠊኟࡣᬬࡃ஝⇱ࡋࠊ⛅ࡣᾴࡋࡃ㞵ࡀ
                                                       ⚄ᡞⱁ⾡ᕤ⛉኱Ꮫ኱Ꮫ㝔༤ኈㄽᩥせ᪨ 
Ⰻࡃ㝆ࡾࠊ෤ࡣᐮ࠸࡜ゝࢃࢀ࡚࠸ࡿࠋ⌧ᆅㄪᰝ࡛཰㞟ࡋࡓࢹ
࣮ࢱ࡜ࠊࢸ࣊ࣛࣥẼ㇟ほ ᡤ࡟ࡼࡿ㛗ᮇẼ㇟ほ ࢹ࣮ࢱࢆᇶ
࡟ศᯒࡍࡿ࡜ ࠊᖹᆒ᭱㧗Ẽ ࡀ᭱ࡶ㧗࠸ࡢࡣ㸵᭶࡛ࠊ᭱
ࡶప࠸ࡢࡀ㸯᭶࡛࠶ࡿࠋ࢖࡛ࣛࣥࡣ a.OX[ ࡢ୰㛫ኳೃ
ࡶ࠶ࡿࠋ
 
 
 
 
 
 
 
 
 
ᅗࢸ࣊ࣛࣥࡢẼೃࢹ࣮ࢱ࡜✵ࡢ≧ἣ 
ᬕኳ㸦ᛌᬕ㸧ࡣᖺ㛫  ᪥࠶ࡾࠊᖺ㛫ࡢ  ࡟┦ᙜࡍࡿࠋ 
᭎ኳ㸦㞼࡟そࢃࢀࡓ㸧ࡣᖺ㛫ࠊ ᪥࡛࠶ࡿࠋ
 
 
 
 
 
 
ᅗ ࢸ࣊ࣛࣥࡢ᭶ู㝆Ỉ㔞࡜ᖹᆒẼ  
ᖺ㛫㝆Ỉ㔞ࡣᑡ࡞ࡃࠊᖹ㔝㒊࡛ࡢᖹᆒ㝆Ỉ㔞ࡣ  ੈ࡛ࠊ
᭶ࡈ࡜ࡢ㝆Ỉ㔞ࡣ  ᭶ࡢ  ੈࡀ᭱኱࡛࠶ࡿࠋኟᮇࡢ⣙ 
ࡢᮇ㛫ࡣᛌᬕ࡛࠶ࡿࡓࡵࠊ࣮࢜ࣂ࣮ࣄ࣮ࢺࡸ᪥ᑕࡢ↷ࡾࡘࡅ
➼ࡢၥ㢟ࡀ⏕ࡌࡿࠋ㸵᭶ࠊ㸶᭶ࠊ㸷᭶ࡣኟఇࡳࡢ᫬ᮇ࡛ࠊ㸱
᭶ 㹼 ᪥ࡣ᪂Ꮫᖺ๓ࡢఇࡳࡀ࠶ࡿࠋಟᴗ᫬㛫ࡣࠊ༗๓ 
᫬࠿ࡽ༗ᚋ ᫬࡛࠶ࡿࠋ᪥ᑕ㔞ࢹ࣮ࢱࡣࠊኴ㝧࢚ࢿࣝࢠ࣮࡟
㛵㐃ࡍࡿẼ㇟ࢹ࣮ࢱࡢ୰࡛ࡶ㔜⏝࡞᝟ሗ࡛࠶ࡿࠋᅗ㸷ࡣࢸ࣊
ࣛࣥࡢ┤㐩᪥ᑕ㔞࡜ࢢ࣮ࣟࣂࣝ↷ᗘࡢ≉ᛶࢆ♧ࡋ࡚࠸ࡿࠋ
       
 
 
 
 
 
 
 
 
 
 
 
㻌
ᅗࢸ࣊ࣛࣥࡢࡑࢀࡒࢀࡢ┤ᑕ᪥ගᨺᑕ≀࡜඲యⓗ࡞Ỉᖹ఩⨨ࡢ
᫂ࡿࡉࡢ≉ᛶ 
᭱኱㏻ᖖ┤ᑕኴ㝧ᨺᑕ≀ࡣࠊ㸵᭶௨๓ࡣ O[ ࡜ண᝿ࡉࢀ
࡚࠸ࡿ᭱ࠋ పࡣ㸯᭶๓࡛ O[ ௨ୗ࡜ண᝿ࡉࢀࡿࠋᅗ
 
㻠㻙㻟㻚㻌 㑅ᐃ䛧䛯ᩍᐊ䛷䛾 ᐃ㻌 㻌 㻌 㻌 㻌 㻌
 ᐃࡣࠊ ᖺ  ᭶  ᪥࡟༗๓ ࠊ༗ᚋ ࠊ
ࡢྜィ㸱ᅇ⾜ࡗࡓࠋ ᐃࡣࠊ࣮࢝ࢸࣥࢆ౑⏝ࡏࡎேᕤ↷᫂ࢆ
ᾘⅉࡋࡓ᭎ኳࡢࡶ࡜࡛⾜ࢃࢀࡓࠋỈᖹ㠃↷ᗘࢆᩍᐊෆࡢᮘୖ
㠃ᗋ࠿ࡽ F㹫ࡢ㧗ࡉ㸧ࡢィ  Ⅼࡢ఩⨨࡛ ᐃࡋࡓࠋࡇࢀ
ࡽࡢ ᐃⅬࡢ఩⨨ࡣ⣙ 㹫㛫㝸࡜࡞ࡿࠋᅗ














ᅗ໭ྥࡁ࡜༡ྥࡁࡢほ ࣏࢖ࣥࢺࡢ᫂ࡿࡉ౯್ẚ㍑
㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧
㻠㻙㻠㻚㻌  ᐃ⤖ᯝ䛾ศᯒ㻌
༡໭཮᪉ࡢᩍᐊ࡟࠾࠸࡚ࠊ❆࠿ࡽࡢ㊥㞳ࡀ㞳ࢀࡿ࡜ඹ࡟ࠊ
↷ᗘࡣపୗࡍࡿࠋ໭ྥࡁᩍᐊ㸦01㸧ࡢᖹᆒ↷ᗘࡣ㸦ᖹᆒ㸸O[㸧
༡ྥࡁᩍᐊ.6ᖹᆒO[ࡼࡾ㧗࠿ࡗࡓࠋ໭ྥࡁᩍᐊ࡛
ࡣࠊ㯮ᯈ௜㏆࡟༑ศ࡞᫨ගࡀᒆ࠸࡚࠾ࡽࡎࠊ༡ྥࡁᩍᐊ࡛ࡣࠊ
㯮ᯈ௜㏆࡟ᛌ㐺࡞᫂ࡿࡉࡀ࠶ࡾࠊ↷ᗘࡣᖹᆒ࡛ O[ࠊ
O[ ࡢ⠊ᅖ࡟ཬࢇࡔࠋ
 
㻡㻚㻌 䝅䝭䝳䝺䞊䝅䝵䞁ศᯒ㻌
ග⎔ቃࢩ࣑࣮ࣗࣞࢩࣙࣥࡣࠊᘓ⠏≀࡟࠾ࡅࡿ᭱ࡶ୍⯡ⓗ࡞
ࢩ࣑࣮ࣗࣞࢩࣙࣥ᪉ἲࡢ ࡘ࡛࠶ࡿࠋᩥ⊩ࡢࣞࣅ࣮ࣗ࡟ᇶ࡙
ࡃ࡜ࠊ㸣㏆ࡃࡢศᯒࡣࢥࣥࣆ࣮ࣗࢱ࣮ࢩ࣑࣮ࣗࣞࢩࣙࣥ࡟
ࡼࡗ࡚⾜ࢃࢀ࡚࠸ࡿࠋࡑࡢ⌮⏤ࡣࠊṇ☜ࡉ࡜⡆᫆ᛶ࡛࠶ࡿࠋ
Ẽೃ᮲௳ࡢኚ໬ࡸᖺ㛫ࡢศᯒࡀ༶᫬࡟⾜࠼ࡿ࡜࠸࠺฼Ⅼࢆ⪃
࠼ࡿ࡜ࠊࢥࣥࣆ࣮ࣗࢱ࣮ࢩ࣑࣮ࣗࣞࢩࣙࣥࡣࠊ᫬㛫࡜㈝⏝ࡀ
࠿࠿ࡿࣇ࢕࣮ࣝࢻㄪᰝࡢඃࢀࡓ௦᭰ᡭẁ࡜ゝ࠼ࡿࠋࡉࡽ࡟ࠊ
◊✲⪅࡟ࡼࡾ⾜ࢃࢀࡓࢸࢫࢺ࡟ࡼࡿ࡜ࠊࢩ࣑࣮ࣗࣞࢩࣙࣥ⤖
ᯝ࡜ᐇ㝿ࡢ ᐃ⤖ᯝࡢㄗᕪࡣࠊ࠾ࡼࡑ 㸣࡜⪃࠼ࡽࢀ࡚࠸ࡿࠋ

㻡㻙㻝㻚㻌 䝅䝭䝳䝺䞊䝅䝵䞁䝥䝻䜾䝷䝮䛸┠┒Ỵᐃ䝰䝕䝹㻌 㻌
ᮏㄽ࡛ࡣࠊ࠸ࡃࡘ࠿ࡢ❆࡜ᩍᐊࡢࢹࢨ࢖ࣥ᱌ࢆసᡂ
͆(&27(&7Y͇ࢆ⏝࠸ࡓࢩ࣑࣮ࣗࣞࢩࣙࣥࢆᐇ᪋ࡋࡓࠋࡇ
ࡢࢯࣇࢺ࢙࢘࢔ࡣࠊṇ☜ࡉ࡜⡆᫆ᛶࡢほⅬ࠿ࡽࢹࢨ࢖ࢼ࣮ࡸ
                                                       ⚄ᡞⱁ⾡ᕤ⛉኱Ꮫ኱Ꮫ㝔༤ኈㄽᩥせ᪨ 
ᘓ⠏ᐙࡢ㛫࡛ேẼࡀ࠶ࡾࠊ ᗘᶵ⬟ࠊගࠊ㡢㡪ࠊᙳࡢィ⟬ࢆ
⾜࠸ࠊࡑࢀࡽࡢ⤖ᯝࢆࢢࣛࣇ࡛♧ࡍ࡞࡝ࡢከ㠃ⓗ࡞౑࠸᪉ࡀ
ྍ⬟࡛࠶ࡿࠋࠕ5DGLDQFHࠖࡣග⎔ቃࢩ࣑࣮ࣗࣞࢩࣙࣥࡢࡓ
ࡵ࡟ࠊࡼࡃ฼⏝ࡉࢀࡿࢯࣇࢺ࢙࢘࢔࡛࠶ࡾࠊࠕ(FRWHFWࠖ࡜ࡢ
㛫࡛ィ⟬ࣔࢹࣝࡢ஺᥮ࠊඹ᭷ࢆ⾜࠺࡟ࡶ౽฼࡛࠶ࡿࠋ
ࠕ5DGLDQFHࠖࡣࠊࣞ࢖ࢺ࣮ࣞࢩࣥࢢࡢィ⟬ᡭἲࢆ⏝࠸ࡿ᭱ࡶ
࣏ࣆ࣮ࣗࣛ࡞ග⎔ቃࢩ࣑࣮ࣗࣞࢩࣙࣥࢯࣇࢺ࢙࢘࢔࡛ࠊከࡃ
ࡢ◊✲⪅࡟ࡼࡾᗈࡃ᭷ຠᛶࡀ♧ࡉࢀ࡚࠸ࡿࠋ❆࡜ᩍᐊࡢ
ࢹࢨ࢖ࣥ᱌ࡢẚ㍑᳨ウࡢࡓࡵࠊྠ୍᪥᫬ࡢ᮲௳࡟ࡼࡿࢩ࣑ࣗ
࣮ࣞࢩࣙࣥࢆ⾜࠺ࠋࡼࡾṇ☜࡛ࡼࡾᐇ㝿ࡢ⤖ᯝࢆᚓࡿࡓࡵ࡟ࠊ
ෆ⿦ࡢⰍ࡜⣲ᮦ࡟㛵ࡍࡿṇ☜࡞ࢹ࣮ࢱࢆධຊࡍࡿᚲせࡀ࠶ࡿࠋ
Ⰽࡸྍどග཯ᑕ⋡ࡣ┠ど࡟ࡼࡗ࡚ᅗࡿ஦ࡀ࡛ࡁ࡞࠸ࡓࡵࠊ࢝
࣮ࣛ࢔ࢼࣛ࢖ࢨ࣮࡟ࡼࡿ ᐃࢆ⾜ࡗࡓࠋࢩ࣑࣮ࣗࣞࢩࣙࣥࣉ
ࣟࢢ࣒ࣛ࡟ 5*%ࡢ್ࢆ࢖ࣥࣉࢵࢺࡋࡓᚋࠊィ⟬ࢆᐇ᪋ࡋࡓ
ᚋࠊᐇ ࡜ィ⟬࡜ࡢ↷ᗘࡢ್ࢆẚ㍑ࡋࡓࠋ





㻌
ᅗ໭ྥࡁᮾྥࡁᩍᐊ࡛ࡢ ᐃ࡜ࢩ࣑࣮ࣗࣞࢩࣙࣥࡢ↷ᗘࡢẚ
㍑࣐࢖ࢡࣟࢯࣇࢺ࢚ࢡࢭࣝ࠿ࡽࡢฟຊࠋ㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭
ࣟࢪ࣮ࢱࠊ㸧

ᅗ  ࡛♧ࡉࢀ࡚࠸ࡿ㏻ࡾࠊ ᐃ⤖ᯝࡣࢩ࣑࣮ࣗࣞࢩࣙࣥࣉࣟ
ࢢ࣒ࣛࡢ㐺ṇࢆ☜࠿ࡵࡿࡓࡵ࡟౑ࢃࢀࡓࠋࡇࢀࡽࡢࢩ࣑ࣗࣞ
࣮ࢩࣙࣥࡣࠊ㸯᭶  ᪥༗๓  ᫬ࠊ᭎ࡾ᪥ࡢኳೃࡢୗ⾜ࢃࢀ
ࡓ ᐃࡢ↷᫂ᗘྜ࠸ࢆணሗࡋ࡚࠸ࡿࠋ 
ᅗ01 ࡜ .6 ࡢ↷ᗘศᕸ㸦᧜ᙳ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧
㻌
㻡㻙㻞㻚㻌 䝅䝭䝳䝺䞊䝅䝵䞁⤖ᯝ䛸ศᯒ㻌
ࢩ࣑࣮ࣗࣞࢩࣙࣥࡣࠊẖ᭶  ᪥ࡢ༗๓  ᫬ࠊ ᫬ࠊ༗ᚋ
 ᫬࡟ࠊᬕኳࠊ୰㛫ࠊ᭎ኳࡢ㸱✀ࡢኳೃࡢሙྜ࡟ࡘ࠸࡚ᐇ᪋
ࡋࡓࠋࡇࡢ᪉ἲ࡟ࡼࡾࠊ᫨ග฼⏝↷᫂ࡢຠᯝࢆྜィ  ࡢ␗
࡞ࡿ᮲௳࡛ホ౯ࡋࡓ㸦ᩍᐊࣔࢹࣝ㸰Ẽೃ᮲௳㸱 ࣨ᭶
㸱᫬้㸧ࠋᩍᐊ࣭Ẽೃ࣭᫬้ࡢᵝࠎ࡞せ⣲ࢆ♧ࡍᴫ␎ࢆᅗ 
࡟♧ࡍࠋ




㻌 ᅗせ⣲ᴫ␎ᅗ 㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧

ᅗ ᬕኳࠊᬕࢀ᫬ࠎ᭎ࡾࠊ᭎ࡾࡢ᪥ࡢ༗๓ ᫬ࠊ ᫬ࠊ༗ᚋ ᫬
ࡢ↷ᗘ㔞ࡀ aO[8',࠶ࡿᆅᇦࡢ๭ྜ㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭
ࣟࢪ࣮ࢱࠊ㸧
ߦ  ᐃ⤖ᯝࡣࢩ࣑࣮ࣗࣞࢩࣙࣥࣉࣟࢢ࣒ࣛࡢ㐺ṇࢆ☜࠿ࡵ
ࡿࡓࡵ࡟⾜ࢃࢀࡓࠋᅗ
ߦ ໭࡟㠃ࡋࡓᩍᐊࡣࠊࢢࣞ࢔ࡣ⏕ࡌ࡞࠸ࡀࠊ᫨ගࡢ㔞ࡀ୙
㊊ࡋ࡚࠸ࡿࠋ❆ࡢ㏣ຍࡸ❆࢞ࣛࢫࡢࢧ࢖ࢬࡢᣑ኱ࠊ཯ᑕ
ගࡢ᥇ࡾධࢀ࡟ࡼࡾࠊᬯ࠸㒊ศࢆྲྀࡾ㝖ࡃࡇ࡜ࡀ࡛ࡁࡿࠋ
ߦ ༡࡟㠃ࡋࡓᩍᐊ࡛ࡣࠊ᭎ኳࡢሙྜࠊ❆㝿࡛ࡣ㒊ᒇࡢዟࡼ
ࡾࡶࡣࡿ࠿࡟ගࡀᙉ࠸ࡓࡵࠊᆒᩧᗘࡢྥୖࡢほⅬ࠿ࡽࠊ
ࣛ࢖ࢺࢩ࢙ࣝࣇࢆ౑࠺஦ࡀ᭷ຠ࡛࠶ࡿࠋᛌᬕࡢሙྜ࡟ࡣࠊ
ࢢࣞ࢔ࡢၥ㢟ࡀ࠶ࡿࠋ┤ᑕගࡣ❆ࡢ๓࡟ࢩ࢙࣮ࢻࡸࣈࣛ
࢖ࣥࢻࢆ⨨࠸࡚㜵ࡄ࡭ࡁ࡛࠶ࡿࠋ
ߦ ࢥࣥࣆ࣮ࣗࢱ࣮ࢩ࣑࣮ࣗࣞࢩ࡛ࣙࣥࡣࠊ୧᪉ࡢᩍᐊ࡛❆
࡜཯ᑐഃࡢ࢚ࣜ࢔࡟ᬯ࠸⠊ᅖࡀ࠶ࡿ஦ࡀ♧ࡉࢀ࡚࠸ࡿࠋ
ࡇࢀࡣࠊ୙༑ศ࡞ග⎔ቃ࡜ゝ࠼ࡿࠋ
 
㻡㻙㻟㻚㻌 ↷ᗘ䛸᫨ග䛾ຠᯝ䛾ホ౯ᣦᶆ㻌
ᮏㄽ࡛ᥦ᱌ࡍࡿ↷ᗘࡢホ౯ࡣࠊ᫨ග฼⏝ࡢሙྜࢆ᝿ᐃࡋࠊ
ලయⓗ࡟ࡣ '$㸦'D\OLJKW$XWRQRP\㸧࡜ 8',㸦8VHIXO'D\OLJKW
,OOXPLQDQFH㸧ࢆ⏝࠸ࡿࠋ⤖ᯝࡣ 8', ࡢィ⟬ࡀ '$ ࡼࡾࡶ᫨ග
฼⏝↷᫂ࡢࢹࢨ࢖ࣥ࡟㛵ࡍࡿࡼࡾᙺ❧ࡘ᝟ሗࢆᥦ౪ࡋ࡚࠸ࡿ
ࡇ࡜ࢆ♧ࡋ࡚࠸ࡿࠋࡇࡢホ౯ࡢᇶ‽್ࡣࢼࣅࣝ࡜࣐ࣝࢲࢪ࢙
ࣅࢵࢡ࡟ࡼࡾᥦ᱌ࡉࢀ࡚࠾ࡾࠊ᫨ග฼⏝↷᫂ࢆ⾜࠺ᩍ
⫱᪋タ࡟࠸ࡿ⪅ࡢዲࡳ࡟ᇶ࡙࠸࡚࠸ࡿࠋ8', ࡢ┠ⓗࡣ࠸ࡘࡢ
᫨ගࣞ࣋ࣝࡀ౑⏝⪅࡟ᙺ❧ࡢ࠿ࢆỴᐃࡍࡿ஦࡛࠶ࡿࠋ7KH
UDQJHRIO[ ࡣ᫨ග฼⏝ࡢ᭱పࣛ࢖ࣥࢆ♧ࡍࠋ ࠿ࡽ
O[ ࡣཷࡅ࠸ࢀࡽࢀࡿ⠊ᅖ࡛࠶ࡾࠊO[ ௨ୖࡢ⠊ᅖࡣࢢ
ࣞ࢔ࡀ⏕ࡌࡿࡇ࡜ࢆព࿡ࡋ࡚࠸ࡿࠋᮏㄽࡢ᳨ウ࡛⏝࠸ࡿホ
౯ࡢᇶ‽್ࡣ 8', ࡟ᇶ࡙࠸࡚࠸ࡿࠋ᪥ᑕ㐽ⶸ⿦⨨ࡢᵓ⠏ࡢࡓ
ࡵࠊᤵᴗ୰ࡢᩍᐊෆ࡟࠾ࡅࡿ 8', ࡜࡞ࡿ࢚ࣜ࢔ࢆᣑ኱ࡉࡏࡿ
஦ࢆ᳨ウࡍࡿࠋ
 
 
 
 
 
ᅗ ↷ᗘࣞ࣋ࣝ⠊ᅖࡢព࿡㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ
1DELO	0DUGDOMHYLF ࡟ࡼࡗ࡚㐺ྜ

㻢㻚㻌 ᩍᐊ䛾ᮃ䜎䛧䛔↷ᗘศᕸ㻌 㻌
๓㏙ࡢ ᐃ⤖ᯝ࡜ࢩ࣑࣮ࣗࣞࢩࣙࣥ⤖ᯝࡣࠊ༡ྥࡁࡢᩍᐊ
                                                       ⚄ᡞⱁ⾡ᕤ⛉኱Ꮫ኱Ꮫ㝔༤ኈㄽᩥせ᪨ 
ࡣ᭎ኳࡢሙྜ࡟ࡣࠊ❆ࡢ㏆ࡃࡢ㧗ࣞ࣋ࣝࡢ↷ᗘ࡜㒊ᒇࡢዟࡢ
పࣞ࣋ࣝࡢ↷ᗘࡢࢥࣥࢺࣛࢫࢺࢆ㍍ῶࡍࡿࡓࡵࠊࣛ࢖ࢺࢩ࢙
ࣝࣇࢆ౑࠺᪉ࡀⰋ࠸஦ࢆ♧ࡋ࡚࠸ࡿࠋᬕኳࡢሙྜࡣࠊࢢࣞ࢔
ࡢၥ㢟ࡀ࠶ࡾࠊ❆࡟ࢩ࢙࣮ࢻࡸࣈࣛ࢖ࣥࢻࢆ⨨࠸࡚┤ᑕගࢆ
㐽ࡿᚲせࡀ࠶ࡿࠋᩍᐊࡢࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫࢸ࣒ࢆⓎᒎࡉࡏ
࡚ࠊࡇࡢࡼ࠺࡞ၥ㢟ࢆྲྀࡾ㝖ࡃࡓࡵ࡟ࡣࠊࢸ࣊ࣛࣥࡢ༡ྥࡁ
ᩍᐊ࡟㐺⏝ྍ⬟࡞ࠊࢹࢨ࢖ࣥࡢ㐺ษᛶࢆホ౯ࡍࡿ࢞࢖ࢻࣛ࢖
ࣥࡀᚲせ࡛࠶ࡿࠋ
㻢㻙㻝㻚㻌 ᫨ග䛾ຠᯝ䛻ᙳ㡪䛩䜛せ⣲㻌
ᐊෆ↷ᗘ࡟ᙳ㡪ࢆ୚࠼ࡿせ⣲ࡀ✀ࠎᏑᅾࡍࡿࠋ୰࡟ࡣࠊẼ
ೃࠊ⦋ᗘࠊ✵ࡢ᭎ࡾຍῶࠊᾏᢤ㧗ᗘࠊ✵Ẽࡢởᰁ࡞࡝ࠊሙᡤ
࡟౫Ꮡࡍࡿせ⣲ࡶ࠶ࡿࠋ୍᪉࡛ࠊ❆ࡢ㧗ࡉࠊ᪉఩ࠊෆ⿦཯ᑕ
⋡࡞࡝ࡢタィ࡟౫Ꮡࡍࡿせ⣲ࡶ࠶ࡿࠋᐊෆࡢග⎔ቃ࡟ࡘ࠸
࡚ࡣࠊ௨ୗࡢ㡯┠࡟╔┠ࡍࡿࡇ࡜࡛ᨵၿ࡛ࡁࡿࠋ
❆ࡢ኱ࡁࡉࠊᙧࢆቑࡸࡍ



ᐊෆࡢᕸ〇ࣈࣛ࢖ࣥࢻࡸ࣮࢝ࢸࣥࠊ࣮ࣝࣂ࣮
 
 
 
 
ᒇෆእࡢࣛ࢖ࢺࢩ࢙ࣝࣇ




❆ࡢୖࡢᅛᐃᗊ




❆࢞ࣛࢫࡢ㏱㐣⋡
ෆ⿦཯ᑕ⋡
ࡇࢀࡽࡢ୍㐃ࡢ᫨ගࢩ࣑࣮ࣗࣞࢩ᳨ࣙࣥウ࡛ࡣ✀ࠎࡢ㏱㐣
⋡ࠊ཯ᑕ⋡ࡢ≀ᛶ್ࢆ⏝࠸ࡓࠋ




⾲ 㻝㻚㻌 䝅䝭䝳䝺䞊䝅䝵䞁⎔ቃෆ䛾⾲㠃䝰䝕䝹䛾཯ᑕ䚸㻌
䠄సᡂ䠖䝣䜯䝹䝄䝮䞉䝻䝆䞊䝍䚸㻞㻜㻝㻞䠅㻌

㻢㻙㻞㻚㻌 䝅䜵䞊䝕䜱䞁䜾䝅䝇䝔䝮䛾┠ᶆ㻌
せ௳ ࢖ࣛࣥࡢᰯ⯋ࢆ᝿ᐃࡋࡓ㝿࡟ࠊ⪃៖ࡍ࡭ࡁ᭱኱ࡢ
࣏࢖ࣥࢺࡣࠊ༢⣧ᛶ࡜㈝⏝ᑐຠᯝ࡛࠶ࡿࠋタ⨨఩⨨࡟㛵ࢃࡽ
ࡎࠊᐊෆࡢ❆ࡢ኱ࡁࡉࡸᙧࡣ᫨ගࡢ᥇ࡾධࢀ࡟኱ࡁ࡞ᙳ㡪ࢆ
୚࠼ࡿࡀࠊ᪤Ꮡࡢ❆ࢆ኱ࡁࡃࡍࡿࡇ࡜ࡸࠊ᪂ࡋ࠸❆ࢆసࡿࡇ
࡜ࡣ㈝⏝ࡶ࠿࠿ࡾࠊᮏㄽ࡛ࡣ᪂⠏ࡸᵓ㐀ࡢኚ᭦ࢆ┠ⓗ࡜ࡋ࡚
࠸࡞࠸ࠋ➹⪅ࡣ᪤Ꮡᩍᐊタィࢆ࣮࣋ࢫ࡟ࠊࣛ࢖ࢺࢩ࢙ࣝࣇࡸ
❆ࡢୖࡢᅛᐃᗊ࡞࡝ࡢ⡆༢࡟ᚋ௜ࡅ࡛ࡁࡿ㒊ᮦࢆ⏝࠸࡚⌧≧
ࡢၥ㢟ゎỴࢆヨࡳ࡚࠸ࡿࠋ
せ௳ ๓㏙ࡢ㏻ࡾࠊᏛ⏕ࡀ ᪥࡟ఱᗘࡶ࣮࢝ࢸࣥࢆᘬࡃ
ࡓࡵ࡟࣮࢝ࢸࣥࡀቯࢀࠊಟ⌮ࡶ⾜ࢃࢀࡎ࡟ᮏ᮶ࡢᶵ⬟ࢆᯝࡓ
ࡋ࡚࠸࡞࠸⌧≧ࡀ࠶ࡿࠋࡑࢀᨾࠊᐊෆ࣮࢝ࢸࣥࡢ௦᭰᱌࡜ࡋ
࡚ࠊᏛ⏕ࡢᡭࡀᒆ࠿࡞࠸ᒇእࣈࣛ࢖ࣥࢻ࡜࠸࠺ᥦ᱌ࡀᛮ࠸ᾋ
࠿ࢇࡔࠋ
せ௳ 㐽ⶸ⏝ࡢࢩ࢙࣮ࢻࡣḟࡢᵝ࡛࡞ࡅࢀࡤ࡞ࡽ࡞࠸ࠋ
ࢩࣥࣉࣝࠊ࢖࡛ࣛࣥ኱㔞⏕⏘ࡀྍ⬟ࠊ⡆༢࡟సࡿࡇ࡜ࡀ࡛ࡁ
ࡿࠊࣉࣞࣁࣈࠊྲྀࡾ௜ࡅࡀᐜ᫆࡟࡛ࡁࡿࠊ㈝⏝ᑐຠᯝࡀ㧗ࡃ
౑࠸᪉ࡀ⡆༢ࠊ࣓ࣥࢸࢼࣥࢫࡀ⡆༢ࠊ࢖ࣛࣥࡢᢏ⾡࡬ࡢ㐺ྜ
ᛶࠊᘓ⠏ࣇ࢓ࢧ࣮ࢻ࡟㓄៖ࡋ࡚࠸ࡿࠋ
 
ࢩ࢙࣮ࢹ࢕ࣥࢢࢩࢫࢸ࣒ࡢᴫせ
ᖺ㛫ࡢ┿ኟ᪥࡜⊛ᬬ᪥ࡢᮇ㛫ࢆỴᐃࡍࡿࡇ࡜ࡀࠊࢩ࢙࣮ࢹ
࢕ࣥࢢࢩࢫࢸ࣒ࡢࢹࢨ࢖ࣥࢆྍ⬟࡟ࡍࡿࠋࡇࡢ┠ⓗࡢࡓࡵ࡟ࠊ
ࢩ࢙࣮ࢹ࢕ࣥࢢ ᗘࢳ࣮ࣕࢺࡀ⏝ពࡉࢀ࡚࠸ࡿࠋࢩ࢙࣮ࢹ࢕
ࣥࢢࢳ࣮ࣕࢺࡣ࣐࣮ࢸ࢕࣭࢚ࣥࣂࣥࢫ࡟ࡼࡾ♧ࡉࢀࡓ᪉ἲ࡛
ᚓࡽࢀࡿࠋࢳ࣮ࣕࢺࡢ᭤⥺㒊ศࡣࠊ␗࡞ࡿᮇ㛫ࡢྠࡌ ᗘ
࡜࡞ࡿⅬࢆ⤖ࡪࡇ࡜࡛ᚓࡽࢀࡿࠋᬬ࠸᪥᫬ࡣࠊ࠾࠾ࡼࡑ ᭶
᪥࠿ࡽ᭶᪥ࡢ༗๓᫬࠿ࡽ༗ᚋ᫬ࡢ㛫࡟఩⨨ࡍࡿࠋ
ᐮ࠸᪥᫬ࡣࠊ ᭶  ᪥࠿ࡽ  ᭶  ᪥ࡢ㛫࡟఩⨨ࡍࡿ͆ࠋ ࢫ
࢝࢖ࢻ࣮࣒͇ࢥࣥࢭࣉࢺࢆ࣮࣋ࢫ࡟ࡋࡓ᪉ἲ࡛ࡣ͆ࠊ ኴ㝧ࡢ
㐍㊰ࢳ࣮ࣕࢺ͇ୖ࡛ࠊᖺ㛫ࡢᵝࠎ࡞ᮇ㛫࡟❆ࡀ࡝ࡢࡼ࠺࡟ື
ࡃ࠿ࡀ♧ࡉࢀࠊࢳ࣮ࣕࢺୖࡢ᭶ࠊ᫬้ࡢᗙᶆୖ࡟ࠊᬬ࠸᪥᫬
࡜ᐮ࠸᪥᫬㸦ኴ㝧ගࡀḼ㏄ࡉࢀ࡚࠸ࡿ᫬ᮇ㸧ࡀ♧ࡉࢀࡿࠋ





ᅗ 㻝㻢㻚ᕥ䠖䝔䝦䝷䞁ᆅᇦ䛾ᬬ䛔᪥᫬䛸ᐮ䛔᪥᫬䜢♧䛩䝏䝱䞊䝖䚸ྑ䠖᪥㝜䜢
ᚲせ䛸䛩䜛ᬬ䛔᪥᫬䛸ᐮ䛔᪥᫬䛸䝔䝦䝷䞁䛾ኴ㝧㐍㊰䜢♧䛩䝏䝱䞊䝖 㻞㻟㻕㻌

ࡇࡢ㒊ศࡣࡍ࡭࡚ࡢᏘ⠇࡟࠶ࡿ㧗 ࡜㧗࠸ග㔞࡛࠶ࡿࡓࡵࠊ
ᅛᐃࡋࡓࢩ࢙࣮ࢻ࡛࢝ࣂ࣮ࡍ࡭ࡁ࡛࠶ࡿࠋࡇࢀࡣኟ࡜෤ࡣ㑊
ࡅࡽࢀࡿ࡭ࡁ࡛࠶ࡿࠋ
ࡇࡢ㒊ศࡣኟ࡟ኴ㝧ගࡀධࡿࡢࢆጉࡆࠊ෤࡟ࡼࡃධࡿࡼ࠺࡟
ࡍࡿࡓࡵࠊ⛣ືᘧࢩ࢙࣮ࢻ࡛࢝ࣂ࣮࡛ࡁࡿࠋ
ࡇࡢⅬ࡟⨨࠸࡚ࠊ༙ᖺ㛫ࡢኴ㝧⇕ࡀᚲせ࡜࡞ࡿࠋࡋ࠿ࡋࠊᩍ
ᐊࡢሙྜࠊ᫬ࠎࠊኴ㝧ࡢ↷ࡾࡘࡅࡀ㉳ࡇࡿ࠿ࡶࡋࢀ࡞࠸ࠋࡑ
ࢀᨾࠊ≉࡟ኴ㝧ࡀ᭱ప㧗ᗘ㸦㸧࡟࡞ࡿ᫬ࠊ⛣ືᘧࡢࢩ࢙
࣮ࢻࢆ౑࠺᪉ࡀ࠸࠸ࠋ
                                                       ⚄ᡞⱁ⾡ᕤ⛉኱Ꮫ኱Ꮫ㝔༤ኈㄽᩥせ᪨ 
͆࢜ࣝࢢࣞ࢖͇ࡢ᪉ἲ࡟ࡼࡿ࡜ࠊࢹࢨ࢖ࣥࡢึᮇẁ㝵࡛
ࡣࠊኴ㝧ࢳ࣮ࣕࢺ㸦ኴ㝧ගࡢゅᗘ㸧ࢆ⏝࠸࡚ࠊ᭱㐺࡞↷᫂ࢩ
ࢫࢸ࣒ࡢࡓࡵࡢ㛗ࡉ࡜ዟ⾜ࡁᑍἲࢆỴᐃࡍࡿࠋ❆ࡢࢩ࢙࣮ࢹ
࢕ࣥࢢ࣐ࢫࢡࡣࠊᖺ㛫ࡢ✀ࠎࡢᮇ㛫୰ࡢኴ㝧ග࡜Ẽ㇟ࢆ⪃៖
ࡋࠊ❆ࡢ≧ែࢆᅗ࡛⡆༢࡟♧ࡍ᪉ἲ࡛࠶ࡿࠋᅗ  ࡢ᪩ぢࢳࣕ
࣮ࢺࡣ༙⌫ࡢኳ✵඲యࢆ⾲ࡋ࡚࠸ࡿࠋኴ㝧ࠊᆅᇦࠊẼೃࠊẼ
㇟ࡀࡇࡢᅗ࡟♧ࡉࢀ࡚࠸ࡿࠋࢸ࣊ࣛࣥࡢሙྜࠊኟᮇࡢ᭱㧗ኴ
㝧㧗ᗘࡀ⣙  ᗘࠊ෤ᮇࡢ᭱పኴ㝧㧗ᗘࡀ  ᗘࠊ᫓ࡣ  ᗘ࡛
࠶ࡿࠋ






ᅗⴭ⪅࡟ࡼࡿ༡ྥࡁࢣ࣮ࢫࡢᩍᐊࡢࡓࡵࡢ᥎ዡࢩ࢙࣮ࢻ⠊ᅖࡢ
⾲♧㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧

㻢㻙㻠㻚㻌 䝅䝭䝳䝺䞊䝅䝵䞁䛾⤖ᯝ䛸ศᯒ㻌
ࢸ࣊ࣛࣥࡢ⣙  ᖹ⡿[[Pࡢ༡ྥࡁᩍᐊࣔࢹࣝ.6ࢆ
⏝࠸ࠊ㧗ࡉ 㹡㹫ࡢᮘୖ㠃࡟࠾ࡅࡿ↷ᗘࢆィ⟬ࡋࠊ↷ᗘ࡟ᙳ
㡪ࢆཬࡰࡍ㔜せᅉᏊ࡟㛵ࡍࡿ᳨ウࢆ⾜ࡗࡓࠋ࠸ࡃࡘ࠿ࡢࢩ࢙
࣮ࢹ࢕ࣥࢢࢩࢫࢸ࣒ࡢࣉࣟࢺࢱ࢖ࣉࢆᥦ᱌ࡋࠊࡑࢀࢆᩍᐊ࡟
タ⨨ࡋࡓሙྜࡢ↷ᗘࢩ࣑࣮ࣗࣞࢩࣙࣥࢆࠕ5DGLDQFHࠖ࡟ࡼࡾ
⾜ࡗࡓࠋィ⟬ᑐ㇟᪥ࡣ ᭶  ᪥㸦ኟ⮳㸧ࠊ᭶  ᪥㸦⛅ศࡢ
᪥㸧ࠊ ᭶  ᪥㸦෤⮳㸧࡜ࡋࠊᮘୖ㠃ࡢ↷ᗘࢆ⟬ฟࡋࡓࠋィ
⟬ࡢ᫬้ࡣ༗๓ ᫬ࠊṇ༗  ᫬ࠊ༗ᚋ ᫬ࡢࡑࢀࡒࢀࠊᬕኳࠊ
୰㛫ࠊ᭎ኳࡢሙྜ࡟ࡘ࠸࡚⾜ࡗࡓࠋ↷ᗘศᕸࠊ↷ᗘ್ࡣᡭἲ
ẖ࡟♧ࡋࡓࠋ༶ࡕࠊィ⟬ᑐ㇟᪥᫬࡛᫂ࡿࡉ࡟㛵ࡍࡿᮃࡲࡋ࠸
⤖ᯝࢆᚓࡿࡇ࡜ࡀ࡛ࡁࡓሙྜࠊࡑࡢᡭἲ࡟㛵ࡍࡿᖺ㛫ࡢຠᯝ
ࢆ᥎ ࡛ࡁࡿࠋ᭶ẖࠊ᫬㛫ࡈ࡜ࡢࢩ࣑࣮ࣗࣞࢩࣙࣥࢆ⾜ࢃ࡞
ࡃ࡚ࡶࠊྠࡌ᪥ࠊ᫬㛫࡟ࡼࡿࢩ࣑࣮ࣗࣞࢩ࡛ࣙࣥ㐺ษࡉࢆᐇ
ドࡍࡿ஦ࡀྍ⬟࡛࠶ࡿࠋ㸦ᅗ 㸧







ᅗࢩ࣑࣮ࣗࣞࢩࣙࣥ᪉ἲ$࡜%ࡢẚ㍑㸦సᡂ㸸໭㇂༤ኈࠊ໭ᾏ㐨
◊✲ᶵᵓࠊ໭㒊ᆅᇦࡢᘓ⠏◊✲ᡤࠊ໭ᾏ㐨኱Ꮫࠊᖺ㸧

๓㏙ࡢ≉ᐃ᪥᫬ࡢࡳࡢィ⟬⤖ᯝ࡜ࠊ㏻ᖺࡢィ⟬⤖ᯝࡣࠊ㢮
ఝഴྥࢆ♧ࡋ࡚࠸ࡿࠋࡇࡢ⤖ᯝ࠿ࡽࠊ%ࡢᡭἲ㸦≉ᐃ᪥᫬㸧
࡛ኴ㝧ගࡢຠᯝ㸦ᮘୖ㠃ࡢ↷ᗘ㸧ࢆホ౯ࡍࡿࡇ࡜ࡣྍ⬟࡛࠶
ࡿࠋᒇእࡢᗊࡸࣈࣛ࢖ࣥࢻࠊᐊෆࡢࣛ࢖ࢺࢩ࢙ࣝࣇ࡞࡝ࡢᅛ
ᐃࡉࢀࡓᘓ⠏ⓗ࡞㐽ⶸᡭἲ࡟ࡼࡾ᪥ᑕ⇕ྲྀᚓ࡜ࢢࣞ࢔ࢆ᭱ᑠ
໬ࡍࡿࡇ࡜ࡀ࡛ࡁࡿࠋ๓㏙ࡋࡓ࡜࠾ࡾࠊ㐺ษ࡞ࢩ࢙࣮ࢹ࢕ࣥ
ࢢ⿦⨨ࡣࠊࣛ࢖ࢺࢩ࢙ࣝࣇࡸ❆ࡢୖࡢᗊ࡜࡞ࡿࠋ㸦ᅗ 㸧ᙜ
ึࡢࢹࢨ࢖ࣥ࡜ࢩ࣑࣮ࣗࣞࢩࣙࣥ⤖ᯝࢆ㋃ࡲ࠼ࠊᮏㄽᩥ࡛ࡣ
᭱⤊ⓗ࡟ࠊ㸳ࣃࢱ࣮ࣥࡢ⊂⮬ࡢ⮬↛ග↷᫂ࡢᡭἲࢆ♧ࡋ࡚࠸
ࡿࠋࡑࢀࡒࢀࠊ⡆༢࡟≉ᐃࠊㄏᑟࠊẚ㍑ࡀ࡛ࡁࡿࠋྛࣃࢱ࣮
ࣥ࡟ࡘ࠸࡚ࢱ࢖ࢺࣝ࡜ ᭶  ᪥㸦ኟ⮳㸧ࠊ᭶  ᪥㸦⛅ศࡢ
᪥㸧ࠊ ᭶  ᪥㸦෤⮳㸧ࡢ↷ᗘࡢࢢࣛࣇࢆ♧ࡋ࡚࠸ࡿࠋ㸦ᅗ
㸧
 
 
 
 
 
 
 
 
 
 
㻌
ᅗᕥ㸸ᙜึࡢᥦ᱌ྑ㸸௻⏬ᥦ᱌
㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧
㻌
㻌
㻌
㻌
㻌
㻌
㻌
㻌
㻌
㻌
㻌




ᅗ⤖ᯝࢢࣛࣇࡢせⅬ㸸ᥦ᱌ࡉࢀࡓࢹࢨ࢖ࣥࡢ 8', ↷ᗘࡢ✵㛫ࡢ
๭ྜࠊ↷ᗘᗘྜ࠸ࡢ⠊ᅖ㸦ࢢ࣮ࣜࣥ㸧ࠊపࡍࡂࡿ㸦ࣈ࣮ࣝ㸧ࠊ㧗ࡍࡂ
ࡿ㸦㯤Ⰽ࡜㉥㸧ࢆ♧ࡍ㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧

▱ぢᮏ◊✲ࡣࠊ᪂ࡋ࠸ࢩࢫࢸ࣒ࡢᥦ᱌ࡔࡅ࡛ࡣ࡞ࡃࠊ↷ᗘ
࡟ࡼࡿホ౯᪉ἲ࡟ࡶ↔Ⅼࢆ⨨࠸࡚࠸ࡿࠋ༡ྥࡁࡢࢩ࢙࣮ࢻࡢ
࡞࠸࣮࣋ࢫࣔࢹࣝ࡜ẚ㍑ࡋࠊࣛ࢖ࢺࢩ࢙ࣝࣇ㸦ࢣ࣮ࢫ '㸧ࡢ
ሙྜࡣࠊᩍᐊ୰ࡢ 8', ࣞ࣋ࣝࡀቑຍࡋࠊࢢࣞ࢔ࢆῶᑡࡉࡏࡿࠋ
ᥦ᱌ࡋࡓࢩ࢙࣮ࢻࡣ㸰ࡘࡢ㒊ศ࡛ᵓᡂࡉࢀ࡚࠸ࡿࠋ࢔࣑ࣝࢽ
࣒࢘⣲ᮦࡢᅛᐃഴᩳࣛ࢖ࢺࢩ࢙ࣝࣇ࡜ࠊᬕኳ᫬࡟ኴ㝧ࡢ┤ᑕ
ගࢆ㐽ࡿࡓࡵ࡟㛤ࡅࡿ࢟ࣕࣥࣂࢫ⣲ᮦࡢ࣮ࣟࣝ࢔ࢵࣉࣈࣛ࢖
ࣥࢻ࡛࠶ࡿࠋ

                                                       ⚄ᡞⱁ⾡ᕤ⛉኱Ꮫ኱Ꮫ㝔༤ኈㄽᩥせ᪨ 
ᅗ  ࡘࡢ㐺⏝᪉ἲ࡟࠾ࡅࡿ᭱㐺᮲௳ࡢࢩ࢙࣮ࢻࢆ♧ࡍ
㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧
㻌
᭎ኳࡢሙྜࠊࣛ࢖ࢺࢩ࢙ࣝࣇ㸦ࢣ࣮ࢫ '㸧ࡢࣃࢱ࣮ࣥࡣ 8',
࢚ࣜ࢔ࡀቑ࠼ࠊᬯ࠸㒊ศࢆ㝖ཤࡍࡿࡇ࡜࡟ࡼࡾࠊග⎔ቃࢆᨵ
ၿࡋࡓࠋᬕኳ᫬࡟ࡣࠊࢢࣞ࢔ࡢၥ㢟ࡀ࠶ࡾࠊ┤ᑕගࡣ㐽ࡿ࡭
ࡁ࡛࠶ࡿࠋ࣮ࣟࣝ࢔ࢵࣉ࢟ࣕࣥࣂࢫࢆ⏝࠸࡚ࠊࢢࣞ࢔ࢆῶࡽ
ࡋࠊኴ㝧ග⥺ࢆ㐽ࡿࠋ㸦ᅗ 㸧
 
ࡑࡢ௚ࡢせᅉࡢᙳ㡪
ࢣ࣮ࢫࢫࢱࢹ࢕ࡢᩍᐊ࡟ࠊࡇࢀࡽࡢࢩ࣑࣮ࣗࣞࢩࣙࣥ᪉ἲ
ࢆᙜ࡚ࡣࡵࡿࡇ࡜࡛ࠊࡉࡽ࡟௨ୗࡢ㸳ࡘࡢせ⣲࡟㛵ࡍࡿ᳨ウ
ࢆ⾜࠸ࠊᩍᐊෆࡢ᫨ගࡢศᕸࡢᨵၿࢆᅗࡿࠋ
LVVXHࣛ࢖ࢺࢩ࢙ࣝࣇࡢ཯ᑕ⋡ࡢ≉ᛶ
,VVXH࣮ࣟࣝ࢔ࢵࣉࣈࣛ࢖ࣥࢻࡢ㏱㐣⋡ࡢ≉ᛶȋ࢟ࣕࣥࣂࢫȌ 
,VVXH࢞ࣛࢫࡢ㏱㐣⋡ࡢ≉ᛶ
,VVXHෆ⿦཯ᑕ⋡ࡢ≉ᛶ
,VVXHࣇ࢕࣒ࣝࢩ࣮ࢺ㸦㸣㏱᫂㸧࡞࡝ྍどග㏱㐣⋡ࡢప
࠸≀࡛そࢃࢀࡓ࢞ࣛࢫࡢ㒊఩
ᵝࠎ࡞᫨ග฼⏝ᢏ⾡࡟㛵ࡋ࡚ࠊ௨ୗࡢࡼ࠺࡞⤖ᯝࡀᘬࡁฟࡉ
ࢀࡓࠋ

ߦࣛ࢖ࢺࢩ࢙ࣝࣇ཯ᑕ⋡ᅗ
ࡇࡢࢣ࣮ࢫ࡛ࡣࠊᵝࠎ࡞࢔࣑ࣝࡢࣛ࢖ࢺࢩ࢙ࣝࣇࡢ཯ᑕ⋡
ࡢሙྜ࡟ࡘ࠸᳨࡚ウࡋࡓࠋ
 
 
 
 
 
 
 
ᅗ  ᭶  ᪥ ᬕኳ᫬ࡢ᫨ග↷ᗘศᕸࡢẚ㍑ 'Rࣛ࢖ࢺࢩ࢙ࣝ
ࣇ౑⏝཯ᑕ⋡ 㸣'Rࣛ࢖ࢺࢩ࢙ࣝࣇ཯ᑕ⋡ 'RO
ࣛ࢖ࢺࢩ࢙ࣝࣇ཯ᑕ⋡ 㸦సᡂ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧

ࡇࡢࢢࣛࣇ࠿ࡽࡢ㔜せ࡞⪃ᐹࡣࠊ཯ᑕ⋡ࡣࡑࢀ࡯࡝ᙳ㡪ࢆ
ཬࡰࡉ࡞࠸ࠋࣛ࢖ࢺࢩ࢙ࣝࣇ࡟࢔࣑ࣝࢽ࣒࢘⏝࠸ࡿሙྜࠊ཯
ᑕ⋡ 㸣ࡀᶆ‽ⓗ࡞᝿ᐃ࡛࠶ࡿࠋ
ߦ࣮ࣟࣝ࢔ࢵࣉࣈࣛ࢖ࣥࢻࡢ㏱㐣ᛶᅗ
ࡇࡢࢣ࣮ࢫ࡛ࡣࠊᮏㄽ࡛ࣈࣛ࢖ࣥࢻ࡜ࡋ࡚⏝࠸ࡿࡇ࡜ࢆ᝿ᐃ
ࡋ࡚࠸ࡿ࢟ࣕࣥࣂࢫ⏕ᆅࡢ㏱㐣⋡ࢆྛ✀タᐃࡋࡓࠋ
ᅗ ᭶  ᪥ ༗๓  ᫬ ᬕኳ᫬ࡢ᫨ග↷ᗘࣞ࣋ࣝ㡺ᕸࡢẚ㍑
'F࢟ࣕࣥࣂࢫ౑⏝㏱㐣⋡ 'F࢟ࣕࣥࣂࢫ౑⏝㏱㐣⋡
'F࢟ࣕࣥࣂࢫ౑⏝㏱㐣⋡ 㸦᧜ᙳ㸸ࣇ࢓ࣝࢨ࣒࣭ࣟࢪ
࣮ࢱࠊ㸧

௨ୗࡢ࡜࠾ࡾࠊ࢟ࣕࣥࣃࢫ⏕ᆅࡢ㏱㐣⋡ࡣࠊ8', ࡟ᑐࡍࡿ
᭱኱ࡢຠᯝࢆ᭷ࡍࡿࠋ㏱㐣⋡ 㸣ࡢ࢟ࣕࣥࣂࢫ'F࡛ࡣ
ᩍᐊࡢ⣙ 㹼㸣ࡢ⠊ᅖ࡛ࢢࣞ࢔ࡀ⏕ࡌࡓࠋ୍᪉ࠊࡑࢀࡒࢀ
ࠊࡢ㏱㐣⋡'F	'F࡛ࡣࢢࣞ࢔ࡢ⏕ࡌࡿ⠊ᅖࡀᩍ
ᐊෆࡢ⣙ 㹼㸣๐ῶࡉࢀࡓࠋࡑࡢ୍᪉࡛ࠊ'F ࡛ࡣᮘࡢୖ࡟
ኴ㝧ගࡀ࠶ࡓࡾࠊከࡃࡢᏛ⏕ࡀ୙ᛌឤࢆ⏕ࡌࡿ࡜⪃࠼ࡽࢀࡿࠋ
୍᪉'Fࠊ	'F࡛ࡣኴ㝧ගࡀᗋ࡟࠶ࡓࡗ࡚࠸ࡓࠋ

ߦ❆࢞ࣛࢫࡢ㏱㐣⋡ᅗ
ࡇࡢࢣ࣮ࢫ࡛ࡣࠊ㏱㐣⋡ 㸣ࡢ༢ᯈ࢞ࣛࢫࡢ௦ࢃࡾ࡟ࠊ㏱㐣
⋡ 㸣ࡢ」ᒙ࢞ࣛࢫࢆ⏝࠸ࡓሙྜ࡟ࡘ࠸᳨࡚ウࡋࡓࠋ






ᅗ ᭶  ᪥ ᬕኳ᫬ࡢࢩ࢙࣮ࢻࡀ࠶ࡿሙྜࡢ᫨ග↷ᗘศᕸࡢ
ẚ㍑༢ᯈ࢞ࣛࢫ౑⏝㸦㏱㐣ᗘ 㸣㸧」ᒙ࢞ࣛࢫ౑⏝㸦㏱㐣ᗘ 㸣㸧ࠊ
ᕥྑ࡜ࡶ࣮ࣟࣝ࢔ࢵࣉࣈࣛ࢖ࣥࢻࡀ㛢ࡌ࡚࠸ࡿሙྜ㸦సᡂ㸸ࣇ࢓ࣝ
ࢨ࣒࣭ࣟࢪ࣮ࢱࠊ㸧

❆࢞ࣛࢫࢆ」ᒙ࢞ࣛࢫࠊཪࡣ㏱㐣⋡ࡢప࠸࢞ࣛࢫ࡟ኚ࠼ࡿࠋ
ࡇࡢ᪉ἲ࡟ࡼࡾࠊᬕኳ᫬࡟ࢢࣞ࢔ࡀ⏕ࡌࡿ⠊ᅖࢆῶࡽࡍࠋࡇ
ࢀࡀࠊ᭎ኳ᫬࡟↷ᗘࣞ࣋ࣝࢆୗࡆࡿ⌮⏤࡛࠶ࡿࠋࡇࡢせ⣲ࡣ
ᬕኳ᫬࡟ࡣࡑࢀ࡯࡝ᙳ㡪ࡀ࡞࠸ࡼ࠺࡟ぢ࠼ࡿࡀࠊ᭎ኳ᫬࡛ࡣ
8', ࡀ୙㊊ࡍࡿ⠊ᅖࢆቑຍࡉࡏ࡚ࡋࡲ࠺஦࡟࡞ࡿࠋ
                                                       ⚄ᡞⱁ⾡ᕤ⛉኱Ꮫ኱Ꮫ㝔༤ኈㄽᩥせ᪨ 
ߦᐊෆ⾲㠃཯ᑕ⋡ᅗ
ࡇࡢࢣ࣮ࢫ࡛ࡣࠊኳ஭࡜ቨࡢ␗࡞ࡿ㸱ࡘࡢᣑᩓ཯ᑕ⋡ࢆタᐃ
ࡋࡓࠋࡍ࡭࡚ࡢ❆ࡣ㏱㐣⋡  ࡛㏱᫂࡞༢ᯈ࢞ࣛࢫ࡜ࡋ࡚ࣔ
ࢹࣝ໬ࡋࡓࠋ᳨ウ⤖ᯝ࠿ࡽࠊࡇࡢせ⣲ࡣࡑࢀ࡯࡝ᙳ㡪ࢆཬࡰ
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1. Abstract  
Sunlight in school buildings is one of the most important 
environmental factors that affect health, emotions and academic 
performance of the students.1) Natural light is applied as the main 
source during daytime and its diurnal change, cannot be found in 
artificial light. Classrooms are the places where students would 
spend most of their time, therefore the design of the school should 
improve learning by providing better lighting, air quality as well as 
reducing energy consumption. In recent years, the quality of 
construction and school design in Iran has been improved 
significantly. However, most of the existing schools have been 
constructed without concern for the lighting comfort of the 
occupants in the classrooms. The main reason is the lack of 
appropriate design guidelines for creating comfortable and healthy 
indoor environments in Iranian schools. The aim of this research is 
to develop design methodologies and to demonstrate the key 
principles of shading design of south facing classrooms in Iran, to 
improve daylighting environment in order to minimize glare and 
achieve optimized daylight distribution on the working plane, 
mainly by daylight during the lesson hours. This study will 
indicate the results of field studies which used a series of schools 
survey and daylighting simulations using Ecotect16; environmental 
analysis software, and Radiance in classrooms in the city of Tehran. 
Further, it assesses the daylighting performance of the optimum 
conceptual design by utilizing climate-based daylight, specifically 
Daylight Autonomy (DA) and Useful Daylight Illuminance (UDI). 
Results of these simulations and illuminance evaluations, give 
some principles for the exterior and interior about the size, material 
of proposes shading devices and also interior surfaces reflectance 
according to indications by Radiance simulations. The simulations 
were conducted to compare the case study spaces with and without 
the optimum shading device, designed by the author. The 
experiment was conducted to represent typically; June 21st 
(summer solstice), September 22st (equinox position) and 
December 21st(winter solstice),at 9am, 12 noon &15 pm, under 
sunny, intermediate and overcast sky conditions. This paper also 
found out that the performance of five different alternatives issues 
which was affected to improve daylight distribution inside the 
classrooms. This research proposes a design process and a new 
methodology, which could be implemented in future classroom 
design.  
2. Introduction and Background  
In order to create a comfortable and healthy indoor educational 
environment for students, the main subjects that need to be 
considered during the design process are lighting, ventilation, 
acoustics, and thermal comfort.2) one of the important natural 
sources is daylight. Daylight is believed to be essential in 
providing a pleasant visual environment, and contributing to a 
feeling of wellbeing. Moreover daylighting has the potential to 
improve student performance.3) Previous research on the use of 
daylight and sunlight in classrooms has shown that these 
parameters are closely related to issues like human performance 
and energy consumption of buildings. Iran enjoys a climate with 
high solar radiation and can take advantage of favorable natural 
lighting conditions for energy savings and visual comforts; the 
current designs of school buildings in Iran are not energy efficient. 
It’s unfortunate that my country with such potentials for harvesting 
sunlight energy cannot take advantage of it. Also the statistics 
indicate that there are many school buildings in Iran, which 
undermines the importance of studying daylight and comfort 
conditions in Iranian schools. School buildings in Tehran have 
been chosen as the case studies because Tehran is one of the 
biggest cities in Iran and compared to other Iranian cities, has the 
largest percentage of students population. Coordinated by the 
“Tehran school organization of renovation and development”, 
some schools were selected as prototypes. Most classrooms in 
Tehran are either facing north or south. Classrooms towards the 
north, despite lacking in daylight, have a potential for uniform 
distribution of light and sunshine that don’t cause glare. 
Classrooms towards the south, due to the sun’s glare problem in 
most cases, are better shaded from direct sunlight by using a shade 
or blind in front of the window. To solve the problem, teachers and 
students pull the curtains and turn on the electric lights. This 
practice, besides preventing students from absorbing useful 
radiations of daylight, is not useful for better exploitation of 
daylight. Moreover, there is lots of energy consumed without 
considering in Eco-design. In addition, there aren’t any principles 
or design recommendation for guiding light; the author is the sole 
field worker in these criteria. This is a new research in Iran and no 
other research has been done on this subject yet.  
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2.1 Objective of the Research 
The study area of this research includes schools of Tehran city 
located in the center of the Tehran province. Schools in Iran are 
built in a fixed pattern. Even after the pattern turns defective, the 
defect would be repeated over and over. If we can correct the 
pattern, it would be very cost effective. The general objective of 
this research was to propose, develop design methodologies to 
improve the lighting environment in classrooms in Iranian schools, 
utilizing daylight for lighting systems, with respect to Iranian 
culture and climate. The present study has the following specific 
objectives: 
1) Providing adequate amount of daylight in the classroom, 
mainly by daylight and to use electric lighting when adequate 
daylight is not available.  
2) Achieving adequate daylight uniformity and avoid glare on 
the working plane, which corresponds to desk height, 70 cm 
above the floor. 
3) Utilized the given favorable natural lighting conditions 
present during schools hours and throughout the year for 
increasing student’s academic performance and provide 
energy saving. 
4) Preventing direct sunlight penetration by improving the 
design of the windows and shading devices in order to obtain 
better daylight conditions by equalize daylight distribution on 
the working plane and creating ideal light, in quantity and in 
quality. 
5) In order to develop shading systems guidelines for schools 
having south-face classrooms, it is necessary to assess the 
optimum design methods due to the lack of appropriate 
daylight in Tehran providence. Considering integral/shading 
systems helps to achieve improved overall energy 
performance as well as enhanced lighting levels with visually 
comfortable uniformity. 
For this purpose, significant cases studies from different disciplines, 
were discussed in congresses or meetings in Kobe University 
(Japan), Tehran University (Iran) and a close collaboration with the 
“Tehran school organization of renovation and 
development“ provided up to date information of guidelines that 
supported the author in surveys of the lighting environment in the 
Iranian schools of today.  
2.2 Research Methodology  
The methodology of this present study has been based on the 
following structures: 
Step1) the initial part of the research is developed through 
literature review of existing guidance documents such as; school 
facilities organization and educational offices in Tehran. At the end, 
the role of daylight in Iranian traditional architecture in a 
1500-year historical period was evaluated. Discusses mainly the 
concepts of lexical roots of light in Iranian traditional culture, 
classification of historical periods in pre and post-Islam, with 
arrangement of the historical monuments such as; mosque, house 
and school.4)  
Step2) General overview of today’s schools environment in Iran; 
Coordinated by the “Tehran school Organization of renovation and 
development”, some schools were selected as prototypes. This part 
of work, describes a series of field studies; survey observation, 
geometric assessment of devices and the results of field 
measurements of daylight levels conducted in selected classrooms 
in Tehran, focusing on hourly changes of illuminance distribution 
in different types of classrooms. Identifying problem’s statement 
with hypothesis and analyzing the lighting environments in the 
Iranian schools of today.  
Step3) Finding and developing simulation programs that can work 
as design tools. Simulations were carried out in the selected 
samples using the simulation software Ecotect (v5.6.2010).  
In addition, the measurement results were used to verify the 
adequacy of the simulation program. Finally, some unique aspects 
of classrooms and comparison results were discussed. 
Step4) Establishing the design process of daylighting and shading 
for Iranian schools; the assessed daylighting performance of 
several conceptual designs as shading systems were modeled by 
using Ecotect (v5.6.2010), simulated in Radiance (2000), and 
added to a prototype classroom under study. The results of these 
simulations and illuminances evaluations, give some principles for 
the exterior and interior about the size and material of shade, and 
also interior surfaces reflectance.   
Step5) In the last step, several possible design proposals would be 
examined to propose optimum shading systems for south-face 
classrooms. The conclusions of the current study can be applied on 
existing south facing classrooms in Tehran and also provided 
guidelines for future research on the topic. 
 
3. Historical Background 
Light, is considered as the manifestation of God. Therefore, Iranian 
architecture uses light to spiritualize the environment. After 
surveying several windows in traditional light in Iran, the role of 
daylight in Iranian traditional architecture in 1500-year historical 
period was evaluated; and the result of researches will be presented 
in two parts. Firstly, light is lexically defined and its status in 
Iranian culture in two historical periods, before and after Islam is 
examined, then we review the usage of light in different places like 
mosques, houses and schools. The philosophy of light in Iran in the 
pre and post-Islamic periods affected the window’s shape and led 
to the creation of 20 different kinds of windows with the function 
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of lighting. According to studies by the author 5) of this project and 
with reference to Iranian architects and cited literature reviews, 
summary conclusions are as follows: 
A- Light has been viewed as a holy element in all the studied 
places (mosques, houses, schools). Light has an important role in 
Iranian architecture and is rooted in Quran6) and the idea of 
Suhrawardi; the Muslim philosopher (1155 AD), who is fully 
described in dissertation (chapter2), as seen before. From long ago 
up to now, Iranian architects have tended to spiritual creations for 
mosques, which vindicate this theory. Light is God’s manifestation 
and is omnipresent in Islamic architecture especially in mosques. 
B- Light indirectly enters traditional Iranian mosques in three 
patterns of wooden windows from the “Spiritual” viewpoint that 
varies in form and position.7) Also; Light didn’t enter the main 
courtyard directly for the following reasons: 1- Giving more 
spirituality to the mosque. 2- Controlling glare in mosques. 3- 
Creating a peaceful environment. 4- Climatic functions and 
controlling the heat. 5- Function of beauty and play of light in a 
variety of ways; decorating with painting, keystones, blue tiling. 
Fig 1. Sheikh Lotfollah mosque in Isfahan, Iran. (1602-1619 AD) 
(Source: Dr.Tahbaz,M.Architect, Shahid BeheshtiUniversity,Iran. 2009) 
C- Because of the sanctity and value of light in Iranian culture, 
thought and design of Iranian architects in designing windows for 
houses is remarkable. In houses, to play with and break the light, 
architects tried to create a beautiful interior by mixing daylight and 
colored glasses. The diversity of form and colored glasses of 
windows are more prominent in the houses than schools.8)  
Fig 2. Several types of colored glasses windows, in traditional houses. 
(Source: Dr.Tahbaz,M.Architect, Shahid BeheshtiUniversity,Iran. 2009) 
D- Traditional schools have not used sunshades separately. So they 
used the other alternatives combined with architecture to control 
the light. Opening part of the wall to provide light, landscape, and 
ventilation forms the basis for introducing sunlight into the interior. 
This is desirable in winters and unpleasant in summers. 
Fig 3. Several types of daylight control, in traditional schools. 
(Source: F.Moosavi, M.A. Architect, Shahid BeheshtiUniversity,Iran. 2009) 
E- In the past, traditional builders had to consider environmental 
element and make the best use of them. In order to protect the 
building from the summer heat, they would stretch straw canopies 
in front of the wide and long balconies on the southern side of the 
building. But today we try to bring comfort in our buildings only 
with the use of expensive and active mechanical equipment.9)   
Unfortunately, the development and diversification process of 
evolution continued up to almost 50 years ago, when Europeans 
came to Iran and began to build schools for Iranians. But, whether 
these types of shades could be used for today's buildings will be 
discussed later on the essay. In future, it is better to use shading 
devices with the help of new construction material and all different 
technological devices in different places, especially schools. 
 
4. Lighting Conditions of Today’s Iranian Schools 
The development and diversity process of evolution continued up 
to almost 50 years ago and then, for some reasons, stopped. 
Today’s, schools in Iran are built in a fixed pattern. Even after the 
pattern turns defective, the same defective pattern would be 
repeated over and over. In a country with so many hours of 
sunshine, schools don’t have any external shading devices.  
 
4.1 School Buildings of Today in Tehran 
Coordinated by the “Tehran school organization of renovation and 
development”, some schools were selected as prototypes in Tehran. 
Fig 4. Satellite images showing location of case studies in Tehran; left 
image is “Khalatbari” High School of Art” and right image is Motahari 
High School. Source: Google Earthpro4. 
 
Most classrooms in Tehran are either facing north or south. In 
order to distinguish the two types of classrooms, we use “MN” for 
the ones with north-faced windows on the second floor and ”KS” 
for the ones with south-faced windows plane on the second floor.  
Schematic plans and orientations are as shown.   
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Fig 5. Typical types of classroom, which selected as case studies in Tehran. 
(Source: Farzam, Rozita, 2009) 
 
 
 
 
 
   
 
Fig 6. Outside and inside of the case studies. 
(Source: Farzam, Rozita, 2009) 
The overall picture was disappointed because there was no shading 
element used outside of the classrooms (i.e. in a country with so 
many hours of sunshine) and shading should have been seriously 
taken into consideration. Actually, the curtains were the only 
shading devices in the classrooms under study. (Fig 6) 
 
4.2 Climate Conditions in Tehran Province and Tehran 
Tehran with Latitude: 35° & Longitude: 51°, located in the center 
of the Tehran province and the capital and largest city of Iran. 
Based on the newest administrative divisions in 2010, Tehran is 
divided into 19 educational division zones. It has a mild spring, hot 
and dry summer, cool and rainy autumn and cold winter. 
Comparing the gathered data in the field study research with the 
long term climatic data of meteorological station of Tehran10), the 
hottest month is July and the coldest is January. Iran has a mean 
sky value of 35 ~ 40 Klux. 
 
 
 
 
 
        
 
 
   
         
            Fig 7. Climate data and sky condition in Tehran.11) 
Days with clear sky (Sunny): 208 days in a year; 2/3 time of the 
year. Days with cloudy sky (overcast): 56.6 days in a year. 
 
 
 
 
 
 
 
     Fig 8. Monthly precipitations and average temperature in Tehran.12) 
The annual precipitation is low and the average rainfall on the 
plain is about 218 mm and the maximum rainfall is about 50 mm. 
In summer, Tehran has sunny sky for most part of the season (over 
80%), therefore overheating and glare problems may happened. 
July, August & September are summer vacations and March 
15~31st is New Year vacation for schools. School hours: 8 am ~ 
15pm. The solar radiation data are the best source of information 
that is related to solar energy besides other meteorological 
measurements. Below diagrams show different properties of 
amount direct solar radiation and global horizontal illumination, 
respectively in Tehran. 
 
 
 
 
 
 
 
 
 
 
 
 
       
   Fig 9. Show amount of direct solar radiation & global horizontal   
             illumination, respectively in Tehran.13) 
The maximum normal direct solar radiation is estimated to be more 
than 80000lx in July before. The minimum is estimated to be less 
than 40000lx in January before. (Fig 9)  
4.3 Measurements in Selected Classrooms       
The measurements were recorded on 11 January, 2009 three times 
in a day. (9:45 am, 12:45 pm &16:45 pm). The measurements were 
carried out under intermediate sky, cotton was not used and electric 
lights were off. The location of the points of horizontal illuminance 
measurements in the classrooms was chosen at 12 different 
locations on the working plane (i.e. 70 cm above the floor on desks 
level). These points inside the classroom were placed at the 
intersection points of a grid of about 2 meters by 2 meters. (Fig 10) 
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Fig 10. The comparison of illuminance values at measurement points   
“MN” &” KS”. (Source: Farzam, Rozita, 2009) 
4.4 Analysis the Results of Measurements 
For both classrooms, daylight illuminance diminishes rapidly with 
increasing distance from the windows. The average illuminance in 
the north orientated classroom (MN) (Ave: 445lx) was higher than 
the illuminance in the south oriented classroom (KS) (Ave: 386lx). 
In the north oriented classroom, the blackboard area did not 
receive enough daylight. In the south oriented classroom, the 
blackboard area had glare problem in some parts, the average value 
was 504 lx, and the illuminance was in the range of 300-500 lx.14) 
 
5. Simulation Analysis 
Light simulation is one of the most common methods of simulation 
in architecture. Based on literature reviews, near 80% of the 
analyses are computer simulations. The reason is accuracy and 
simplicity, computer simulation may sometimes be a good 
substitute for time-consuming costly field studies, and climatic 
conditions could be easily changed and immediately analyzed for 
all year round. Based on tests done by researchers, a difference of 
20% is estimated between simulation results and real 
measurements.15)  
5.1 Simulation Program and Calibration Model  
In this research, simulations were generated in modeling software 
Ecotect, developed by Andrew Marsh. Because of accuracy and 
simplicity of the software, it has gained popularity among 
designers and architects due to its multilateral uses like thermal 
function, light, acoustics, and shading as well as presenting results 
graphically.16)For light simulation, Radiance is among the software 
which may be helpful with Ecotect using exchange shared 
algorithm and computer model transfer. Radiance is one of the 
most common light simulation software using rays tracing method 
and has been widely validated by different researchers.17) To 
investigate the status of existing day-lighting in the selected 
classrooms; we needed to simulate them on the same day and at the 
same sampled hour. To have more accurate and actual results, it 
was necessary to enter accurate materials and colors of interior 
surfaces. Since color recognition and its reflection value cannot be 
measured by eyes, color analyzers were used to measure the rate of 
colors. After inputting R.G.B values in the simulation program, we 
calibrated models and compared illuminance values at 
measurement points (photometry). 
Fig 11. Illustrate the comparison of illuminaces between measurements and 
simulations in classrooms. (Source: Farzam, Rozita, 2011) 
As shown of fig.11, the measurement results were used to verify the 
adequacy of the simulation program. These simulations predict the 
illuminance values over the measurement grid for 10 Jan at 10am under 
intermediate sky condition. 
Fig 12. False color renders images for “MN& KS”. 
(Source: Farzam, Rozita, 2011) 
 
5.2 Simulation Results and Analysis 
The simulations were recorded for the 15th of each of the 12 
months of a year, at three different times in a day; 8, 11 am &14 
pm, under three different sky conditions: intermediate, sunny and 
overcast sky. Thus, the daylighting performance was evaluated for 
all 216 unique combinations of classroom type (x2); climate and 
sky condition (x3), for the 12 months of year and 3 times a day. A 
schematic showing the various parameters is given in Fig 13. 
                    Fig 13. Parametric scheme.18) 
Fig 14.The percent of area had illumination amount of 100~2000 lx (UDI),           
under sunny, intermediate and overcast sky at 8, 11am &14 pm. 
(Source: Farzam, Rozita, 2011) 
 
¾ The measurement results were used to verify the adequacy of 
the simulation program. (Fig 11) 
¾ Classrooms towards north didn’t cause glare but lacks 
daylight. By using extra windows or increasing size of glazing, 
more reflected light can be achieved for eliminating dark 
areas. 
¾ Classrooms towards south, under overcast sky, is better with 
light shelves to have even light distribution, because light is 
much stronger by the window than further in the room. 
However, under sunny sky, there is glare problem and direct 
sunlight should be prevented by using a shade or blind in 
front of the window.  
¾ The computer simulations show that there is a certain range of 
darkness at the opposite side of the windows in both 
classrooms which may result in insufficient lighting. 
Summary of Doctoral Thesis, KOBE DESIGN UNIVERSITY 
5.3 Illumination values and indicators of daylight performance 
The illuminance metric suggested in this study is based on utilizing 
climate- based daylight modeling, specifically Daylight Autonomy 
(DA) and Useful Daylight Illuminance (UDI). Results show that 
UDI calculations provide more useful information on the 
daylighting design than DF. This range is proposed by Nabil & 
Mardaljevic (2006), based on occupant preferences in naturally 
illuminated educational building. The aim of UDI is to determine 
when daylight levels are useful for the user. The range of <100 lx 
is used to establish a threshold for minimum daylight performance. 
Regions that fall between 100 to 2000 lx are acceptance criteria. 
Region that >2000lx may suggest presence of glare.19) The 
experimental range for this research is based on UDI. To obtain the 
optimum shade, the target is to increase the UDI areas in the 
classroom under study.  
 
 
 
 
 
 
Fig 15. The means of each range of illuminances levels. 
(Source: Farzam, Rozita, 2011; adapted by Nabil & Mardaljevic (2006)) 
6. Optimizing Daylight Distribution in the Classroom  
From the results of measurements and simulations presented, for 
classrooms towards south, under overcast sky, it is better to use 
light shelf to decrease the contrast between high levels at the 
window and low levels at the depth of the room. Under sunny sky, 
there is a glare problem and direct sunlight should be prevented by 
using a shade or blind in front of the window. In order to develop 
shading systems in classrooms, it is necessary to assess the 
optimum design methods as guidelines for Iranian schools, which 
can be applied on south-face classrooms in Tehran to mitigate 
problems.  
6.1 Factors Which Effect on Daylight Performance 
Several factors which affect penetration of daylight illumination in 
interior of rooms exist. Some factors depend on the local 
conditions such as climate, latitude, cloudiness of sky, elevation 
from the sea level, air pollution and so on. Other factors depend on 
design conditions such as topography, window height and 
orientation and interior surfaces reflection.20) The quality of 
daylight in a room can be improved by: General Objectives 
1. Increasing the size and shape of window.  
 
2. Internal fabric blinds or curtains, louvers.  
 
 
 
 
3. Internal and external light shelf. 
4. Fixed over hangs above a window. 
5. Transmittance of window glazing.  
6. Interior surfaces’ reflectance.  
These series of daylight simulations consist of varying reflectance 
values. 
Table1.Reflectance’s of existed model’s surfaces in simulation environment. 
(Source: Farzam, Rozita, 2012) 
 
6.2 Specific Objectives of Optimum Shade  
Limitations 1- The most important points to consider in school 
buildings in Iran are simplicity & cost-effectiveness. Despite the 
fact that the position, shape and size of windows in a room have a 
strong influence on the distribution of daylight, increasing the size 
of existing window or making new apertures, would be very costly. 
Therefore, construction or structural change is not targeted. The 
author attempts to solve the existing problems using modular 
design and supplemental elements which are easily installable on 
current school windows; like light shelves or fixed over hangs.  
Limitations 2- As previously mentioned, the practice of students 
pulling the curtain several times a day causes deterioration of the 
curtains and remains useless on windows. Therefore suggestions 
encompassed only external blinds instead of internal curtains for 
inaccessibility to students.  
Limitations 3- The optimum model shade has to be: Simple/ mass 
producible in Iran / easily build / prefab / easily installable/ 
cost-effective and easy to use/ easily maintained/ consistent with 
Iranian technology/ façade embellishment.  
 
6.3 Establish the Geometry of Shading Devices  
The determination of under heated and overheated periods of the 
year could guide the design of shading devices.21) For this purpose; 
the temperature-shading chart has been prepared. The shading 
chart has been obtained by the method described by Martin 
Evans12. The curved lines on the chart have been obtained by 
joining equal temperatures at different periods. The overheated 
period has been located approximately between the 15th of June to 
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the 30th of September between 10 am and 6 pm. The under heated 
period has been located from the 15th of November to the 30th of 
March. The method based on the “sky dome”22) concept, will show 
on a “sun-path chart”, how windows behave during various periods 
of a year, according to the overheated period and also under heated 
(when the sun-rays are welcome) were plotted on a chart, with the 
mounts and the hours as coordinates.  
Fig 16. Left, Yearly chart showing under heated and overheated periods in 
Tehran area. Right, shows the sun-path chart in Tehran, with transferred 
under heated and overheated periods, which required to shadow.23) 
 
This part should be covered by fixed shade because of high heat & 
high light intensity in all seasons. It should be prevented in 
summer and winter. 
This part should be covered by movable shade to prevent sunlight 
in summer and permit the sunlight in winter. 
In this part we need the heat of the sun throughout the year. 
Nevertheless, in this case (classroom); sometimes glare may occur. 
So, it is better to use movable shade, especially in winter, when the 
sun’s angle is minimum. (21 Dec). 
In the first phase of designing, we can determined the geometry, 
length and depth of the optimum daylighting systems indicated 
from sun chart (angle of solar rays) according by “Olgyay”24) 
method. Shading mask of a window is a simple graphic method to 
show window condition according to sunshine and the site climate 
during various periods of a year. The stenographic diagram (fig16) 
represents the whole hemispherical sky dome; Sun, region, climate 
and sky conditions, will be shown on it. In Tehran climate, the 
maximum profile angle of the sun in heating period is about 78°; 
the minimum profile angle of the sun in cooling period is 31° and 
in spring it is about 55°. 
 
 
 
Fig 17. Display range of proposed shade 
by author for south case classroom. 
(Source: Farzam, Rozita, 2012) 
 
 
6.4 Simulation Results and Analysis (Prediction and Propose design) 
The south-face model (KS) with about 48m2 plan classrooms 
(6x8x3m) in Tehran is employed to assess the impact of the most 
important aspects on the reference working plane at 70cm.  
Several proposed shade systems added to a prototype classroom 
and evaluated the illuminances by Radiance simulations. The 
experiments were conducted to represent typical conditions on 
June 21st (summer solstice), September 22st (equinox-intermediate 
position) and December 21st (winter solstice), with work plane 
illumination data represented in lux. Testing hours are 9am, 12 
noon and 15pm, under sunny, intermediate and overcast sky 
conditions. The percentage of floor area and values are presented 
for each pattern separately. I.e. if we can get desirable results in 
light uniformity in typical dates and times, we would be able to 
attribute the plan to the entire year. It is possible to verify the 
adequacy that was evaluated and validated by simulations on 
typical dates & times, without monthly & hourly simulations.  
Fig 18. The comparison between simulation methods A and B.(Source: 
Dr.Kitadani, Hokkaido Research Organization, Hokkaido University, 2012) 
The results of two types of simulations have shown similar 
tendency. So, it is possible to evaluate daylighting effect 
(illuminance on desk) by method B (typical date & times).  
Fixed architectural shading strategies, such as exterior overhangs 
or external blinds and interior light shelves can minimize both heat 
gain and glare. As mentioned earlier, suitable shading devices led 
to light shelf and over hangs above the window.(Fig19) After the 
initial designs and reviews on simulation ‘results; finally, there are 
approximately 4 unique daylight patterns available in this paper. 
Every pattern has a title and illuminance graphs at 21 June, 22 
September, 21 December, for each pattern separately. (Fig 20) 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
Fig 19. Initial proposals on the left, promotion proposals on the 
right.(Source: Farzam, Rozita, 2012) 
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Fig 20. Summary of graphs results, shows the percentage of space, whose 
illuminances values are in range (green), too low (blue) and too high 
(yellow and red) for UDI Illuminance for the proposed designs. (Source: 
Farzam, Rozita, 2012) 
Project Findings: This study focuses not on proposing novel 
systems but on evaluation of their potential applications in terms of 
illuminance. The optimum light shelf (case D) shows that, 
increased UDI levels throughout the classroom help to reduce glare, 
for south face orientation if compared with the base case without 
any shade. The proposed optimum shade, consist of two parts; 
fixed slope light shelf with Aluminum and roll up blind with 
canvas material, which will open under sunny sky to prevent direct 
sunshine. 
Fig 21. It shows the optimum shade (case D) in two applications.  
(Source: Farzam, Rozita, 2012) 
Under overcast sky, the pattern with light shelf (case D) increased 
the UDI areas and improved the daylight by removing darkness. 
Under sunny sky, when there is a glare problem and direct sunlight 
should be prevented, we use rollup canvas to reduce glare and 
prevent solar rays. (Fig.21) 
6.5 Influences of Other Factors on Optimum Shade 
By applying these simulations method to the case study classroom, 
for more experiments, five alternative issues would be studied to 
improve daylight distribution inside the classrooms by applying 
case D in the following issues: 
Issue 1: Light shelf reflectance properties.  
Issue 2: Roll up blind's transmittance properties. (Canvas)  
Issue 3: Window glaze transmittance properties. 
Issue 4: Internal surfaces reflectance properties 
Issue 5: Cover part of glazing area with low visible transmittance 
such as: film sheet (66%tranparency) 
From the outcome; the following conclusions were drawn in 
relation to several daylight utilization technologies.                                                                                 
¾ On light shelf reflectance (Fig 22) 
In this case the model examined by several reflectance of 
aluminum for light shelf. 
 
 
 
 
 
Fig 22. Comparison between daylight illuminanc level of distribution for 
Do) with use of light shelf (70% r), Do1) light shelf (60% r), Do2) light 
shelf (50% r), under sunny sky at 21Dec. (Source: Farzam, Rozita, 2012) 
  
Important observation from this graph is that even if all the 
reflectance has not so much influenced. Use of light shelf with 
Aluminum 70% reflectance, as far as standard light levels are 
concerned.25) 
¾ On roll up blind's transmittance (Fig 23) 
In this case, the model was examined by several transmittances of 
canvas materials which were use as blind in this study. 
Fig 23. Comparison between daylight illuminances level of distribution for; 
Dc1) with use of canvas (30% transparency), Dc2) with use of canvas (20% 
transparency), Dc3) with use of canvas (10% transparency), under Sunny 
sky at 21 Dec, 9am. (Source: Farzam, Rozita, 2012) 
The following issue in the case study has the greatest effect on the 
UDI metrics. The canvas with 30% transparency (Dc1) has seen 
glare areas approximately 5~40% areas of class, while in case (Dc2 
& Dc3 with 20%, 10% respectively), glare was reduced to 5~15% 
areas of class. Meanwhile, in Dc1, it emerges that sunlight falling 
on the desks is disturbing for a large number of students, while in 
Dc2, &Dc3 sunlight felled on the floor areas.  
  
On glazing light transmittance (Fig 24) 
In this case the model examined by double glazed window with 
light transmittance 75% instead of one glaze with light 
transmittance 87%.26)  
Fig 24. Comparison between daylight illuminanc level of distribution for 
optimum shading system with use of single glaze (87% transparency), 
double glaze window (75% transparency), under sunny sky at 21 Dec. Roll 
up blind was closed. (Source: Farzam, Rozita, 2012) 
Change glass of view window with double glaze or low visible 
transmittance glass, however, reduces glare areas under sunny days. 
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That’s the reason for the reduction of light level in cloudy days. 
This alternative seems to be not so much influenced under sunny 
sky, but causes to increase UDI areas under overcast sky. 
 
¾ On internal surfaces reflectance (Fig 25) 
In this case the model examined by three different diffuse 
reflectance values of ceiling and walls. All windows were modeled 
as clear single glaze with transmittance of 0.87. From the excepted 
results, this alternative seems to be not so much influenced. 
 
 
 
 
 
 
 
 
 
Fig 25. Comparison between daylight illuminanc level of distribution for 
different surfaces reflectance; Do) Wall: 83%, Ceiling: 80%, Do1) W: 70%, 
C: 80%, Do2) W: 60%, C: 70%, under sunny sky at 21 Dec. (Source: 
Farzam, Rozita, 2012)  
¾ On cover part of glazing area with low visible transmittance 
such as: film sheet (Fig 26)
In winter, because of the minimum profile angle of the sun, glare 
probability increase inside the room. In the last experiment with 
the use of film sheet, mounted on the glass surface (only the upper 
side-fig B) causes reduction of glare down to only 1%, but would 
increase the need of electrical lighting under overcast sky. 
 
 
 
 
 
 
 
 
          
 
Fig 26. Comparison case A and case B. (Source: Farzam, Rozita, 2012) 
 
 
7. Discussions and Conclusions 
The conclusions of this research propose a design process and new 
methodology, which could be implemented in future classroom 
design, also can be applied on existing south face windows in 
classrooms. In this study, several proposed designs were examined 
to develop a simple optimum model. The following systems 
features in the case studies have the greatest effect on the 
distribution and annual occurrence of the UDI metrics: 
Table2. Reflectance values for internal and external materials which, 
Recommend by author. 
Use of light shelf with Aluminum 70% reflectance, as far as 
standard light levels are concerned, increase daylight levels 
distribution along the depth of the class and improve daylight 
penetration throughout the year, especially under overcast sky. Use 
of material of roll up blind is determined for traditional canvas 
with approximately 10~20% transparency in light color. It reduces 
light penetration excess light areas all the year round, especially 
under sunny sky. Use of single glaze window with transmittance, 
0.87 decreases darkness area all year round, especially under 
overcast sky condition. The most suitable diffuse reflectance 
values of ceiling, walls and floor, determined as: wall: 0.80, 0.70 
and 0.40 respectively. According to this research, the final design 
proposed greater levels of UDI areas all the year through; under all 
kinds of sky conditions. It also provided the principal contribution 
to enhanced daylight levels and energy saving. Under overcast sky, 
on December (winter solstice); because of the minimum profile 
angle of the sun, daylight levels fell down at 9am and 15pm. Just 
in these two hours electric lights were needed. In sunny days, in 
addition to fixed light shelves on windows, roll up blinds also 
should be opened to prevent heat gain and/or glare. Sunlight falling 
on the desks (case study) was disturbing for large areas of the class, 
particularly in December with 34% area of the class affected. It 
was modified by reducing the glare area to 13% of the area of the 
class. Further, the glare was formed on the floor instead of the 
desks. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig 27. Images show modification of daylight distribution by replacing the 
optimum model on case study under sunny& overcast sky. False-color 
surfaces plot that show the illuminance values across the grid. 
(Source:Farzam,Rozita,2012) 
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Table 3.Useful daylight illuminances break down. 
(Source:Farzam,Rozita,2012) 
  
8. Future Researches 
The next step of this work is to generate a database that enables 
architects and designers to read the results clearly and easily, and 
to use it as a design tool. The results of this study should be 
replicated for the other main factors such as: ventilation, acoustics, 
and thermal comfort, which need to be evaluated in schools, 
especially for classrooms with north & south face in order to create 
a comfortable and healthy indoor environment for students. The 
improvement in daylight distributions are not only for schools in 
Tehran, but also for another city of Iran and other warmest or 
coldest areas. Furthermore, research on increasing the size of 
apertures or making skylight apertures for schools.  
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